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JET NOISE MODELING FOR SUPERSONIC
BUSINESSJET APPLICATION

James R. Stone, Eugene A. Krgjsa, and Bruce J. Clark,
Modern Technologies Corporation
Middleburg Heights, Ohio 44130

SUMMARY

This document describes the development of an improved predictive model for coannular jet
noise, including noise suppression modifications applicable to small supersonic-cruise aircraft
such as the Supersonic Business Jet (SBJ), for NASA Langley Research Center (LaRC). For
such aircraft a wide range of propulsion and integration options are under consideration. Thus
there is a need for very versatile design tools, including a noise prediction model. The approach
used is similar to that used with great success by the Modern Technologies Corporation (MTC)
in developing a noise prediction model for two-dimensional mixer g ector (2DME) nozzles under
the High Speed Research Program and in developing a more recent model for coannular nozzles
over awide range of conditions. If highly suppressed configurations are ultimately required, the
2DME modél is expected to provide reasonable prediction for these smaller scales, although this
has not been demonstrated. It is considered likely that more modest suppression approaches,
such as dual stream nozzles featuring chevron or chute suppressors, perhaps in conjunction with
inverted velocity profiles (IVP), will be sufficient for the SBJ.

The methodol ogy recently developed by MTC for NASA for coannular nozzles with and without
mixing enhancement chevrons is extended to a wider range of supersonic jet conditions and a
wider range of suppressor geometries. Published data from a variety of test facilities, each with
its own unique problems and limitations are utilized to establish the validity of the new
methodology over a wide range of conditions including the effects of simulated flight. The
baseline procedure is developed by updating our recently reported model developed for NASA
Glenn Research Center (GRC). The chevron nozzle relations developed therein are generalized
to apply to dual stream nozzles with generalized suppressor exit configurations, and comparisons
with inner-stream petal nozzles and outer-stream chute nozzles are shown to demonstrate the
validity of the model. Inner-stream, outer-stream and plug/downstream shock noises are
included in the model, including the effects of convergent-divergent (C-D) terminations for both
streams, whether suppressed or unsuppressed, and plug tip geometry.

The improved finalized model is incorporated into the Footprint/Radius (FOOTPR) code and a

user’s guide is provided. MTC will also support the adaptation of this code for incorporation in
the NASA LaRC Aircraft Noise Prediction Program (ANOPP).
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NOMENCLATURE

2DME Two-dimensional mixer gector nozzle

A Nozzle exit area, m?

ANOPP Aircraft Noise Prediction Program

BPR Bypassratio

C Noise component coefficient, dB

c Sonic velocity, m/s

C-D Convergent-divergent

D Characteristic diameter, m

F Empirical factor in shock noise relation, dB/deg

f 1/3-Octave-band center frequency, Hz

FAA Federal Aviation Administration

FOOTPR NASA GRC's Fortran code for noise prediction
GRC NASA Glenn Research Center

IVP Inverted velocity profile

k Convection coefficient

L Length (axia distance), m

LaRC NASA Langley Research Center

LSF Linear scale factor, full-scale dimension divided by model-scale dimension
M Mach number

MTC Modern Technologies Corporation

N Slope of component noise versus effective velocity
NASA National Aeronautics and Space Administration

Ne Convection velocity coefficient

OASPL Overall sound pressure level, dB re 20 puPa

P Total pressure, Pa

PR Perimeter ratio (suppressed divided by unsuppressed)
R Source-to-observer distance, m

RMS Root-mean-square average

Mpt Plug tip radius, m

S Strouhal number, dimensionless

SBJ Supersonic business jet

SPL 1/3-Octave-band sound pressure level, dB re 20 pPa
SST Supersonic transport aircraft

T Total temperature, °K

UOL Overall sound pressure level uncorrected for refraction, dB re 20 pPa
\% Characteristic velocity, m/s

Ve Effective velocity for noise generation, m/s

Vio Higher of inner stream or outer stream velocity, m/s
Xc Empirical length scaling factor, m

Xs Axial source location relative to outer stream nozzle exit, m
B Shock strength

A Differencein variable

0 Directivity angle (Fig. 2), deg (thet on some figures)
0’ Effective directivity angle, accounting for refraction, deg
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O Empirical angle scaling factor

Om Mach angle, deg
p Fully-expanded jet density, kg/m®
() Density exponent

Subscripts  (Note that on some figures subscripts appear as regular text)
1 Inner boundary

2 Outer boundary

amb Ambient conditions

c Convection

component  Noise component

cor Corrected for source location
D Downstream of plug

d Design value

EE Experimental/extracted

eff Effective value, including perimeter ratio effect
ex Exit of nozzle

exp Experimental value

f Flight (or simulated flight)

h Hydraulic

I Inner stream

ISA International Standard Atmosphere
M Merged mixing noise

mix Isentropic mixed flow

Norm Normalized

@) Outer stream

P Inner stream plug separation
Pred Predicted

Pred(f) Finalized prediction

sh Shock

T Total
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INTRODUCTION

For a balanced approach to aircraft and propulsion system design, noise must be considered from
the outset. Commercial arcraft have stringent noise certification requirements, and military
aircraft must be designed to minimize the adverse impacts of noise on flight-line personnel as
well as on the communities near military installations. Therefore, the system designer needs a
versatile noise prediction tool that can be used in system studies, and the National Aeronautics
and Space Administration (NASA) Footprint/Radius (FOOTPR) code was originaly developed
to serve this purpose (ref. 1). The problems involved in the design of exhaust nozzles for
supersonic transport (SST) aircraft are extremely complicated. Exhaust system aerodynamic
performance at takeoff and supersonic cruise is extremely important, and performance at
subsonic cruise may also be important, depending on the mission. Thus, as reviewed by Stitt
(ref. 2), from an aerodynamic viewpoint alone, there are conflicting design requirements to be
met while al'so maintaining low nozzle weight and minimum complexity. Further complications
occur when noise considerations are important, as they are for all civil aircraft. For an SST of
any size, jet noise is likely to be critica at takeoff and power cutback. The SST exhaust noise
problem is further complicated by the contribution of shock-cell/turbulence interaction noise,
which is ssmply termed “shock noise” herein. Shock noise is generally important at takeoff and
can also be a significant contributor at cutback. For relatively small supersonic-cruise aircraft
such as the supersonic business jet (SBJ) a wide range of propulsion and integration options are
under consideration. Thus there is a need for very versatile design tools, including a noise
prediction model.

NASA uses state-of-the-art system noise prediction codes to anaytically calculate the noise
levels of aircraft. Federal Aviation Administration (FAA) certification noise levels, airport-
vicinity noise footprints, climbout, and en route noise levels al may be calculated with these
computer models using a variety of noise metrics. These anaysis tools (namely the NASA
Langley Research Center (LaRC) Aircraft Noise Prediction Program (ANOPP) (ref. 3) and
NASA Glenn Research Center (GRC) FOOTPR (ref. 1) codes) compute spectral, one-third
octave band sound pressure levels from severa aircraft noise sources for both static and in-flight
conditions. The source noise models are generally semi-empirical, using real physical scaling
laws that are calibrated with measured test data. The coded prediction structure is flexible
enough that new methods may easily be added to the system. A new source noise model that
more accurately predicts supersonic jet noise and that incorporates new noise suppression
features for dual-stream nozzlesis the focus of this report.

The Modern Technologies Corporation (MTC) has used the FOOTPR framework in developing
new models for NASA and the industry, including the two-dimensional mixer gector (2DME)
noise model (e.g., ref. 4) and the recent high bypass ratio (BPR) nozzle model including chevron
effects (refs. 5-7). The starting point for the present task is the model developed in the previous
task (ref. 7) with additional improvements developed later (ref. 8). The methodology reported
herein applies seamlessly to coannular nozzles of whatever geometric configuration or
aero/thermodynamic conditions and includes all the appropriate noise generation mechanisms
present in such complex systems. The approach used in developing this model might be called
“hybrid experimental/empirical,” but relevant elements of theory are utilized to the extent
considered practical.
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The approach MTC has employed in these tasks is to use an initia predictive model based on
analogy to relatively simple semi-empirical expressions derived mainly from the theory of
Lighthill (refs. 9-10) for circular jets. We assume that even for complex geometries subsonic jet
noise will correlate in a manner analogous to the classical model (also taking into account the
theoretical developments of Ffowcs-Williams (ref. 11) and Goldstein and Howes (ref. 12)), if the
proper characteristic velocity and characteristic length can be established. For supersonic jet
cases, we assume that the subsonic mixing noise relations may be extrapolated and that the
additional shock/turbulence interaction noise can be correlated with a model similar to that of
Harper-Bourne and Fisher (ref. 13), again assuming that characteristic velocity and characteristic
length can be established. These initial models are used to estimate the relative contributions of
each noise component at each frequency and angle, and the resulting corrections are applied to
the experimental data, yielding what we refer to as “experimental/extracted” spectra at each
angle. These experimental/extracted results are then correlated empiricaly to yield more
accurate models than those originally used. Repeating this process starting with the already
improved models further improves the ultimate accuracy of the fina predictive model;
sometimes severa iterations are worthwhile. (This iterative process is an example of Bayesian
logic, asdiscussed in ref. 7.)

A persistent problem in developing predictive models is in obtaining good quality experimental
data. Noise generated in the experimenta facility upstream of the test nozzle: valves, elbows,
obstructions, and especially the combustor can contribute significant noise, and much of this
noiseis of abroadband nature, easily confused with jet noise. Muffling of these sourcesis costly
in terms of size as well as expense, and it is particularly difficult in flight simulation facilities,
where compactness of hardware is very important, as discussed by Viswanathan (ref. 14).
Another feature of our approach is that all the analyses are conducted with |ossless, rather than
Standard Day spectra, as is often done in industry. We feel that it is important to isolate the
effects of as many physical processes as practical.

Free-jet flight ssimulation facilities are very useful, and can provide meaningful data so long as
that data can be analyticaly transformed to the flight frame of reference. The different
methodologies used by NASA and industry to perform this transformation produce very different
results, especialy in the rear quadrant; this compelled us to rely largely on static data to develop
our model, but we showed reasonable agreement with simulated flight data when these
transformation issues are considered (refs. 6-8).

Based on recent analyses and past experience (ref. 15), seven potential source mechanisms must
be assessed and preliminary models are available: merged mixing noise (the lowest frequency
component), outer shear layer mixing noise (mid-to-high frequency), inner stream mixing noise
(modeled as shear layer, but contributes over a broad frequency range in some cases), inner-
stream plug separation noise (high-frequency), outer-stream shock noise (mid-to-high
frequency), and inner-stream shock noise (mid-to-high frequency); downstream merged (beyond
plug tip) shock noise (mid-to-high frequency) (ref. 16) also contributes under some specific
circumstances.
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PREDICTIVE MODEL

The general dual-stream nozzle geometry and the mixing noise generation regions modeled are
illustrated in figure 1. Inner stream flow separation from the plug was also found to be a
significant source. (ref. 6-8) When the exhaust conditions of either or both streams are
supersonic, shock noise becomes significant, and we use an updated model structurally similar to
that currently in FOOTPR (ref. 15).

Source L ocations

Experimental jet noise measurements are typically made at a distance far enough from the nozzle
to be in the far field of any individua noise source region, but not far enough away to treat the
entire exhaust plume as a point source at the center of the nozzle exit plane, as is usually
assumed in determining the directivity angle. The prediction procedures must take this
difference into account. A simple method is used (ref. 6-8) herein to approximate these source
location effects for the different sources. The geometric relations for noise sources downstream
of the nozzle exit plane are given in figure 2. The relationship of the actual (corrected) source-
to-observer distance, R, t0 its apparent value, R, for a source at distance, Xs, downstream of the
exit planeis asfollows:

(Reo/R)? =1 + (XJR)? + 2 (X4R) cos 6 (1)

The relationship of the corrected angle, B, t0 its apparent value, 6, isthen

Bcor = SIN[(R/Regr) SiN 6] (1a)
AB =0, — 0 (1b)
ASPL =—2010g (Reo/R) (1c)

In reality the noise received at any point in the far field comes from multiple locations within the
source region as a function of frequency, but reasonably accurate predictions can be made with a
simple model wherein the source location variation with frequency is assumed to be less
important than the variation with angle. Essentially the model accounts for the location, for each
component, from which the peak of the noise spectrum at that angle appears to radiate. These
corrections differ for each component, because the source positions are different. The
simplification of assuming no change in source location as a function of frequency at each far
field angle is generaly adequate because each component contributes only over a limited
frequency range; however, it is quite feasible to introduce frequency dependence if needed, as it
might very well be to deal with airframe installation effects. Such an approach was used for
gjector internal sources in reference 4. These source locations must be accounted for in the
correction for free jet shear layer effects (ref. 17), as shown in references 7 and 8.
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Mixing Noise Components

Any jet mixing noise source region is treated as a round jet of appropriate nozzle exit area at the
appropriate conditions. Similar reasoning is used for all the mixing noise components. For a
general mixing region the overall level, uncorrected for refraction, UOL, is given by the
following:

UOL = C + 10 log [(Pant/Pisa)” (Camp/Cisa)’] + 10109 (A/R?) + 10 w10g (p/Pams) +
N log (V/Camb) =5 k log [(1 + MccosBey)® +0.04 M (2)

Where C is the coefficient and N the velocity slope, both determined experimentally and then
correlated, A is the appropriate nozzle exit area, and p is the fully-expanded jet density for that
region. The convection coefficient k has been taken as 3 in our past work based on the theory of
Goldstein and Howes (ref. 12); whereas according to Ffowcs Williams (ref. 11) it should be 5;
our current model uses k = 4. Note that the Doppler term, — 10 log [1 — Ms cos 8] has been
eliminated; this results from comparisons with the data of reference 18. The repeatability and
consistency of those data is such that it can be deduced that better agreement between static and
simulated flight data is obtained if this term is eliminated. The simulated flight transformation
includes a Doppler correction, so it appears that the relations presented herein do model the flight
situation, but this should be validated by comparison with actual flight data. Note that angle of
attack effects are not yet included. The effective velocity for noise generation, Ve, is in most
cases calculated as follows:

Ve=V [1— Mt (Cam/V)]" (2a)

Where V is the characteristic velocity for this region. This expression has evolved from earlier
relations wherein L noise was assumed to vary with relative jet velocity to a relatively high
power, typically 5" or 6™, times absolute jet velocity to a somewhat lesser power, typically 2™ or
3" preserving the overall 8" power expected (refs. 9-10). Most of our earlier relations (e.g.,
ref. 15) split the velocity effect as 2/3 relative and 1/3 absolute; the current even split is
somewhat more conservative, yielding a smaller in-flight reduction of jet noise than the earlier

relations.

The effect of jet temperature or density on noise has also been a matter of contention, and is
rather complicated even for a single subsonic static round jet. It is generally accepted that in the
case of the hot jet the noise generated is due to two source terms: quadrupole and dipole, with the
dipole term contributing more strongly as jet temperature increases (or as density decreases) and
asjet velocity is reduced. Thus for cold jets the 8" power velocity effect is observed even to low
velocity, while for hot jets at low velocity the jet velocity dependence reduces to a 5" or
6" power. Although such behavior can be explained on atheoretical basis, in an experiment it is
difficult to separate this relative increase in noise with increasing temperature at low velocity
from the contamination from upstream noise sources. This problem has long been recognized
(ref. 19) and must still be considered (ref. 6). The approach to quantifying this effect, as
suggested by Ahuja and Bushell (ref. 19), has been to assume that the density effect on noise can
be correlated by a variable exponent w as a function of velocity, i.e., OASPL [0 10 w log
(p/pamb), Where w is tabulated as a function of nondimensionalized jet velocity, V/Camp. 1n our
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work (e.g., refs. 4 and 15) we have used a ssimple algebraic expression for this density exponent,
asfollows:

W= 3 (Ve/Camp)>*/[0.6 + (V/Camp)>’] — 1 (2b)

However, in our most recent work (refs. 7—8) we considered other approaches where w is might
be constant for some source regions. The resulting expressions are different for the different
components.

The convective Mach number, M, is calculated from the following relation:
Mc = ne [(V/Camb) — M (20

In our recent work (refs. 7-8) initially n; was assumed constant at 0.62, as has been assumed in
many early models. We found that using a variable n. was quite helpful. Such variations could
be related to flow-acoustic interaction, or “flow shielding.” These considerations are explored
more thoroughly by Gliebe, et a (ref. 20).

The effect of refraction is incorporated in the spectral directivity relations in an empirical
manner, but crudely in the direction suggested by theory. The relative sound pressure level,
SPL — UOL, is correlated as a function of the effective directivity angle, 8', and the logarithmic
Strouhal number, log S, where the Strouhal number is calculated as follows:

S= (f DIVe) (T/T )4 1+ 59) ?3)

Where D is the characteristic diameter, typically (4A/m)°° and T is the region total temperature.
Analogously to the level relation (eq. (2)), the Doppler factor, [1 — M; cos 6], is no longer
included. The effective angle, to account for refraction effects, is calculated as follows:

0" = Beor (V/Camp)™? (3b)

It is by use of this effective directivity angle that, in a very simple and approximate way,
refraction is accounted for. It is assumed that the spectra for widely differing jet velocities are
similar at this adjusted angle rather than at the same geometric angle. This approach, in
conjunction with the analytically modeled convection effect in eq. (2), correlates the variation of
SPL with frequency and angle rather well, as shown later herein. The resulting spectral
directivity tables are developed iteratively as further discussed later in this report.

The source location for a mixing region noise, Xs, is asfollows:
Xs=[L + (Xc + 6/6F) D]/LSF 4)

L isthis displacement of the start of the mixing region from the fan nozzle exit plane, while X¢
and 6 are empirical length and angle scaling factors. LSF is the linear scale factor, full-scale
dimension divided by model-scale dimension. The uncorrected angle, 6, is used here to start the
correction process in closed form. Even though the experimental data are scaled to the correct
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size for comparisons, the linear scale factor is used in conjunction with the experiment geometry
to correct the predictions for the effect of source location.

Shock Noise Components

The relationships used to predict any shock noise component OASPLg, for M > 1.0, is as
follows:

OASPLg¢, = Cq+ 10 10g [(Pany/Pisa)*(Camp/Cisa)’] + 10 log (A/R?) + 10 log { BY(1 + B%)}
—401log (1 —Ms cosB) —F (6 —06y) (5)

Where [ is the shock strength and the ambient property and area/distance terms also used in the
internal mixing noise relations have the same meaning. The shock strength parameter (3 is
calculated as follows:

B =[(M?=Mg?)?+0.01 Mg/(1 - D1/Dy)]¥* (52)
Where M is the particular stream Mach number expanded to ambient conditions and My is the
design Mach number. D; isthe inner diameter and D is the outer diameter for the stream under
consideration; the term 0.01 My/(1 — D41/Dy) is included to prevent a singularity at M = Mgy. The

intercept C4, may be dependent on geometry. The Mach angle is denoted by 8y, calculated as
follows:

By =180 —sin (M)  (in degrees) (5b)

(Note on terminology: 6y will always have an additional subscript; otherwise the subscript M on
other variables refers to the merged region.) Theterm F (6 —6y) is calculated as follows:

F(©—-6v)=0.0 forB<8y ]
F (5¢)
F (6 —6y) = 0.75 (6 — By)for 6 = By
Spectral directivity effects are calculated next. The relative sound pressure level, SPLg, —

OASPLyg, is given in tabular form as a function of the directivity angle 6 and the logarithmic
Strouhal number log S¢,. The Strouhal number is calculated as follows:

S = [fBDW(0.7V)] (L =M cos 8){[1 + (0.7 V/Camp) cos 8]2 + 0.04 (0.7 Vicam)3 2 (6)

It may very well be that the tables eventually developed will be different for under-expanded and
over-expanded cases, but at present thisis not the case.

The source location for shock noise, Xs«, is as follows:

Xsen = [L + 2 Dp(M*=1)Y?)/LSF 7)
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COMPONENT EXTRACTION EXAMPLES

The process of component noise separation and coefficient adjustment is illustrated in the
following examples. Examples are shown for a wide enough range of situations to give the
reader an appreciation of the power of this approach and the issues that must be addressed in its
application. The experimental/extracted component SPLs are obtained from the following
relation for each Component: SIDl—component,EE =SP Lexp - (SPLT,Pred - SI:)l—component,Pred)-

Shock-Free External -Plug Coannular Nozzle

A static case from reference 18 for a mixed jet velocity near the low end of interest for SBJ
applications is shown in figure 3 at four far-field locations. forward quadrant, 8 = 60 deg
(fig. 3(a)), 8 = 90 deg (fig. 3(b)), 6 = 120 deg (fig. 3(c)), and near the peak noise angle in aft
quadrant at 6 = 150 deg (fig. 3(d)). The measured noise spectra (SPLtep) are shown by the
heavy solid line (unsmoothed); the merged noise spectra (SPLywee) are indicated by the O
symbols connected by the dashed curve, the outer shear layer noise spectra (SPLogg) are
indicated by the [J symbols connected by the dotted curve, the inner stream noise spectra
(SPL, ge) areindicated by the < symbols connected by the dot-dash curve; and inner stream plug
separation noise (SPLpeg) is indicated by the A symbols connected by the double-dot-dash
curve. Data are not usually plotted if SPLcomponent,ee — SPLTexp < — 10.0 dB, since such data are
not meaningful; where such low values are shown, it is simply to show that the particular
component does not contribute significantly at that angle. Comparisons are only meaningful for
the dominant component at each frequency and angle. It should be noted that regardiess of
whether or not component levels are plotted, using this method of extraction, the antilogarithmic
sum of the components always equals the total SPL, whether experimental or predicted.
Comparing the plots at the four angles shows that the various components have different
directivity effects.

The magnitude of the correction applied to the experimental data can be seen by comparing the
extracted component spectra with the total. At al angles for this test case the merged mixing
noise is dominant over most of the spectrum, but the outer shear layer does contribute at high
frequency. For other cases the other noise components can aso become important, depending on
test conditions and geometry. Where the extracted component SPL is within 4.0 dB of the total,
the data are correlated in normalized spectral form, as discussed later herein. The values of the
corrected effective directivity angles for each noise component are noted on these figures. for
merged mixing noise, 6’y = thet'M (on figure); for outer shear layer mixing noise, 8'o = thet'O
(on figure); for inner stream mixing, 8’ = thet'l (on figure); and for plug separation noise,
0's = thet'P (on figure). Since for this particular case for all these components, the (VJ/c)*! is
close to 1.00, Bcomponent [ 0’ component, @Nd the magnitude of the correction due to source location
can be seen.

Once the noise spectra have been broken down into their components, the experimental/extracted

components can be compared with prediction, as shown in figure 4, for the same case as in
figure 3. The same symbols are used for each component as in figure 3, but now the
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corresponding curves are the predicted values. The coefficients for the various components, Cy,
Co, €tc., are adjusted to minimize the average error (experimental minus predicted) at all angles
where the data are considered valid, over the frequency range where that component is most
important. The adjusted values of the component coefficients are shown on each such figure.
(Note that as the coefficients change relative to each other, the correction
SPL compnent.ee — SPLT.exp @s @ function of frequency and angle, also changes. Reasonably good
agreement between experimental/extracted and predicted spectra can be seen at all angles, but
areas of potential improvement can be seen.

Coplanar Nozzle With Both Streams Supersonic

Shock noise is often relatively easy to identify, at least near its peak frequency, as shown for a
very high mixed jet velocity case from reference 21. Component noise separation is shown in
figure 5 at three far-field locations. forward quadrant, 8 = 46 deg (fig. 5(a)), sideline, 6 = 95 deg
(fig. 5(b)), and near the peak noise angle in aft quadrant at 8 = 139 deg (fig. 5(c)). The total
experimental noise and the mixing noise components are identified as in figure 3, but thereis no
plug to produce separation noise. Outer stream shock noise is indicated by the x symbols
connected by the lighter solid line, while the inner stream shock noise is shown by the + symbols
connected by the dotted line. Outer stream shock noise is the dominant component in the
forward quadrant (fig. 5(a)) except at low frequency, where merged mixing noise controls; the
contribution of the other components appear to be marginal. At the higher angles merged mixing
noise dominates up to the middle frequency range. At 6 = 95 deg (fig. 5(b)) the contributions of
all the other sources are too close to separate with confidence, but at 6 = 139 deg (fig. 5(c)) the
shock noises are predicted to be low enough that significant spectral ranges are seen for inner
stream mixing noise at middle-to-high frequency and for outer shear layer mixing noise at the
highest frequencies. Comparisons of the component levels with the adjusted predictions are
shown in figure 6. Asillustrated in figure 6(a) the errors associated with not predicting the peak
frequency are much greater than for the mixing noises, which have less sharply peaked spectra.

Shock-Free Externa -Plug Nozzle With Core and Fan Chevrons

A case from reference 18 for a mixed jet velocity near the low end of interest for SBJ
applications is shown in figure 7 at four far-field locations. forward quadrant, 8 = 60 deg
(fig. 7(a)), © = 90 deg (fig. 7(b)), 6 = 120 deg (fig. 7(c)), and near the peak noise angle in aft
guadrant at ® = 150 deg (fig. 7(d)). The conditions are essentidly the same as for the
unsuppressed case in figure 3 except that this is a simulated flight case at Ms = 0.28. By
comparison with figure 3, it can be seen that the higher frequency components are relatively
stronger contributors here. Comparisons of the component spectra with the adjusted predictions
are shown in figure 8. In the forward quadrant (fig. 8(a)) the agreement is not quite as good as
for the unsuppressed static case at low frequency, and at very high frequency the agreement gets
worse with increasing angle, primarily related to the plug separation noise component
(figs. 8 (b)—<c)). Theseissueswill be discussed further alater section of this report.
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Coannular Plug Nozzle With Both Streams Supersonic

For coannular plug nozzles with both streams supersonic the strongest shocks often appear
downstream of the plug tip (ref. 22), as shown at 6 = 50 deg, where shock noise is very evident,
in figures 9 and 10; the peak frequency is significantly lower than would be predicted for either
stream independently. Because of this difference in peak frequency, it is somewhat arbitrarily
assumed that the coefficient for outer stream shock noise is 30 dB less than for the
plug/downstream shock noise: Co s = Cp s — 30.0. The contributions of components other than
merged mixing noise and plug/downstream shock noise are relatively small and cannot be
unambiguously determined. The extraction process is shown in figure 9, and the comparisons
with prediction in figure 10. The agreement is rather good for the two significant noise
components.

Coannular Plug Nozzle With Both Streams Supersonic
and Convergent-Divergent Terminations

Convergent—divergent (C-D) terminations on coannular nozzles are useful in reducing shock
noise, but they no not eliminate it since even at the nominal design point shocks are not
completely absent (ref. 22). Component extraction and comparison at 8 = 50 deg are shown in
figures 11 and 12, respectively for conditions essentialy the same as for the convergent
termination case shown in figures 9 and 10. The dominant plug/downstream shock noise is
reduced by 3 to 4 dB, but the situation is somewhat complicated by what appears to be the
presence of a feedback, or “screech” tone at about haf the broadband shock noise peak
frequency. Such tones are relatively common in model testing, but are not usually observed for
nozzles of thistype at full scale.

Coannular Plug Nozzle With Both Streams Supersonic and
Convergent—Divergent Terminations and Sharp-Tipped Plug

Plug/downstream shock noise can be further reduced if the generally-used truncated plug is
replaced by a sharp-tipped plug since it is the downstream shock structure that isimportant and it
is sensitive to tip termination, with the sharp tip providing more complete expansion.
Component extraction and comparison at 6 = 50 deg are shown in figures 13 and 14, respectively
for conditions essentially the same as for the truncated-plug cases shown in figures 9 to 12.
Further reduction in broadband plug/downstream shock noise can be seen on the order of 3 dB,
but the “screech” tone is not significantly affected, so its relative contribution is greater. If the
screech-dominated bands are eliminated, the agreement of component levels with prediction is
guite good.
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Coannular Plug Nozzle With Outer Stream Suppressor

The unsuppressed inverted velocity ratio (IVP) coannular nozzle offers some acoustic benefits
for potential SBJ applications, but it may very well be that additional suppression will be
required, and a number of concepts have been investigated. One such concept is the
incorporation of mixing-enhancement chutes in the outer stream (ref. 23). Component extraction
and comparison for this configuration at high power are shown in figures 15 and 16 for 6 = 60,
90 and 120 deg in parts (a), (b) and (c) respectively. Because of the segmentation of the outer
flow it appears that the plug/downstream (relatively low frequency) shock noise is not significant
but that outer stream (relatively high frequency) shock noise is. At all angles merged mixing
noise dominates the low to middle frequency range. The outer stream shock noise dominates the
high frequencies at 6 = 60 and 90 deg, while at 8 = 120 deg its contribution is marginal and only
at the highest frequencies. Outer shear layer mixing noise appears to be the dominant high
frequency component at 8 = 120 deg, while the inner stream mixing noise may contribute in the
middle frequency range, particularly at 6 = 90 deg. The merged mixing noise and outer stream
shock noise models show rather good agreement between experimental/extracted and adjusted
prediction levels, while the outer shear layer and inner stream mixing components are more
difficult to clearly identify and assess.

COMPONENT CORRELATIONS

The same extraction and coefficient adjustment approach demonstrated in the foregoing section
was applied to a more extensive set of data from references 18 and 21 to 24. This includes
reevaluation of representative cases previously analyzed in reference 8 to assure that the changes
made to the predictive model to cover awider range of conditions and geometries do not degrade
the agreement demonstrated in the earlier comparisons. The baseline (unsuppressed)
configurations are considered first, with the expectation that the changes will be minor for the
relatively dominant merged mixing and outer shear layer mixing noise components and that
some further improvements and/or simplifications may be found for the less dominant
components. New correlations for the coefficients are developed in this section.

For all the components, adjusted spectral directivity relations are developed, although these
changes for most components are relatively small with respect to the relations of references 8.
These tables are given for merged mixing noise in table I, for outer shear layer mixing noise in
table 11, for inner stream mixing noise in table I, for inner stream plug separation noise in
table IV, for plug/downstream shock noise in table V, for outer stream shock noise in table VI,
and for inner stream shock noisein table V1I.

Note that the effects of nozzle exit mixing enhancement modification are correlated only in terms
of influence on levels and not the spectra, so simple “delta’ correlations are al that isjustified, at
present, to represent the observed reductions in merged noise at the expense of small increasesin
the higher frequency components. However, there is some evidence of small spectral and
directivity effects, particularly on merged mixing noise, and an approach to modifying the
relations is discussed. As in the previous model (ref. 8), it is assumed, for correlation purposes,
that the effects of outer nozzle chevrons is additive to that for inner nozzle chevrons. The
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previous relations obtained in reference 8 for chevron effects, with chevron length and angle as
correlating parameters, has been recast in terms of perimeter ratio, where the perimeter ratio for
each stream is defined as the ratio of the total flow perimeter for that stream divided by the total
flow perimeter for the unsuppressed annular passage.

Merged Mixing Noise

In reference 7 several different assumptions regarding the density exponent wy were
investigated. Because of the range of test conditions included there was a significant range of
temperature and velocity, so the method of correlating density effects was quite significant.
Considered were wy = 0.0, 1.0 and 2.0, as well asthe variable wy (from eq. (2b)). To get agood
correlation using any of the constant wy approaches requires a three-segment approach (three
regions having different slopes versus velocity), while for the variable wy formulation, for up to
log (Vem/Camb) = 0.10 (low supersonic) the slope is constant at 90, and as expected at higher
supersonic conditions the slope decreases. Since there is a velocity effect included in the wy
formulation, the small deviation from the 80 slope of Lighthill (refs. 9-10) is quite reasonable.
Since the other approaches yield a more complicated velocity relation, the variable exponent
approach was selected. It was aso found that inner nozzle extension L, had an influence as a
function of velocity ratio, increasing as 5 log [1 + (Vo/V))? (Li/D2))]. Based on these
considerations, the normalized baseline (unsuppressed) merged mixing noise overall level is
defined as follows:

UOLwm norm = UOLy — 10 10g [(Pamb/Pisa)? (Camb/Cisa)?] — 10 log (Am/R?)
—10 v log (Pm/Pamp) + 20 10g [(L + Mcm €OS By cor)? + 0.04 M 7]
—5log[1+ (Vo/Vi)? (Li/Da))] (8

Where, as explained in reference 8:

v = 3 (Vem/Camb) >*/[0.6 + (V em/Camb)>"] — 1 (89)
Vem = Virix [1 =Mt (Camt/Vimix)] 2 (8b)

Mem = Nem [(Vmis/Camp) —Mi] (8c)

Nem = 0.4/(1+ L5 {Vo/V}) +0.3 (8d)

Values of this normalized merged mixing noise level are plotted against the nondimensionalized
effective merged jet velocity parameter log (Vewm/Canp) in figure 17. Results for severa
unsuppressed configurations are shown in figure 17(a). The same two-segment relation as
developed in reference 8 is compared with this sampling of baseline data, and most of the data
agree rather well. The low value for the “lo Vo’ case is not surprising since the outer stream
velocity is unredlistically low and is only shown to verify reasonable limiting behavior. The
reference 8 relation appears valid (with adlight change in terminology), as follows:
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UOL i norm = 141.5 + 90 log (Vem/Cams)  for 10g (Vem/Camp) < 0.10 |
F 9)
UOLw Norm = 145.0 + 55 log (Vem/Cans) for 10g (Vem/Cams) >0.10

As mentioned briefly in the foregoing, the relation obtained in reference 8 for chevron effects,
with nozzle area ratio, chevron length and chevron angle as correlating parameters, has been
recast in terms of perimeter ratios and nozzle bypass ratio, where the perimeter ratio for each
stream is defined as the ratio of the total flow perimeter for that stream divided by the total flow
perimeter for the unsuppressed annular passage. The resulting relation is as follows:

AUOLy = —45[log (PR,PRo)]/(1+BPR) (9a)

Data for the suppressed configurations is compared with this relation in figure 17(b), where
UOLwm norm + 45 [log (PRIPRo)]/(1 + BPR) is plotted against log (Vem/Camb). It can be seen that
the current relations (egs. (9)—«(9a)) agree reasonably well, actually somewhat better for
suppressed than the baseline cases, with the experimental data.

The relative sound pressure level, SPLy — UOLy, is correlated as a function of the effective
directivity angle, 8y, and the logarithmic Strouhal number, log Su, where the Strouhal number
is calculated as follows:

Su = (f Dm/Vem) (Trind Tamp) 4 ¢+ 058w (10)

Where Dy is the equivalent diameter based on total fan plus core area and Tp,x IS the mass-
averaged total temperature, calculated as follows:

Tmix = (PIAVT) + poAocVo To)/(p 1AV + poAcVo) (10a)

The effective angle, to account for refraction effects, is calculated as follows:

0'm = Bcorm (Vmix/Camb)O'l (10b)

It is by use of this effective directivity angle that in a very simple and approximate way
refraction is accounted for. It is assumed that the spectra for widely differing jet velocities are
similar at this adjusted angle rather than at the same geometric angle. This approach, in
conjunction with the analytically modeled convection effect in eq. (8), correlates the variation of
SPL with frequency and angle rather well, as shown herein.

An aternative method of correlating the effects of mixing enhancement modifications on noise
was briefly considered. It was found feasible to correlate the effects as a change in the effective
merged velocity, which would also mean that there would be effects on the convection term
based on a change in My and in the refraction effect through 6'y. The relation for the effective
merged velocity would be approximately Vmixet = Vimix(PRIPRo) *%®. This appears feasible for
the chevron configurations at V mix/Camp [J 1.0, but more comparisons at higher Vn,x data (and
more time) are needed to see if the resulting change in convection effect gives a better
correlation than just correlating AUOL vs. PRIPRo. So far it’sinconclusive in terms of level and
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only weakly supported by spectral directivity; therefore the simple delta correlation is retained at
present.

The source location for merged region noise, Xsuv, is calculated from eq. (4) modified for this
component specificaly, including the effect of the mixing enhancement modifications, as
follows:

Xsm = [L; + (4 + 6/30) Dy (PRPRo)>®]/LSF (11)

Note that the uncorrected angle, 6, is used here to start the correction process (egs. (1) — (1c¢)) in
closed form.

Spectral directivity comparisons are shown in figure 18 for some of the suppressed
configurations. Comparisons for unsuppressed configurations are shown in references 7 and 8,
and since the changes in spectral directivity correlations are so minor, they are not repeated
herein. Comparisons are shown at four ranges of directivity angle, 6’y [ 60, 90, 120 and
150 deg in figures 18 (a)—(d), respectively. There is some evidence of a lower peak frequency
and somewhat higher peak level in the forward quadrant (fig. 18 (a)), but this problem is not
present at higher angles and is not present at the high mixed jet velocities likely to be of interest
for supersonic cruise applications. At 6’y [190 and 120 deg (figs. 18 (b)—c)) the agreement is
excellent. Even at 8"y [1150 deg where the effects of angle and source location are very strong,
the agreement is quite good considering the wide range of configurations, mixed jet velocity and
free jet Mach number.

Outer Shear Layer Mixing Noise

There is not enough independent variation of outer stream velocity and temperature in the
experimental datato really determine the best approach to correlating density effects. Therefore,
as in reference 8, since the variable wy relation was found appropriate for merged mixing noise,
the analogous assumption is made here, and the variable ux is calculated from eq. (2b). Based
on these considerations, the normalized baseline (unsuppressed) outer shear layer mixing noise
overall level is defined as follows:

UOL o norm = UOLo— 10 10g [(Pamy/Pisa)? (Canv/Cisa)?] — 10 log (Ao/R?)
—10 wo 10g (Po/Pams) + 20 10g [(1 + Mo COSBo o)’ +0.04 Mo  (12)

Where, as explained in reference 8:

o = 3 (Veo/Canb)>*/[0.6 + (Ve o/Camp)>”] — 1 (12a)
Veo = Vo[1—Ms (Cant/Vo)] (12b)
Mco = Neo [(Vol/Canb) —Mi] (12¢)
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Neo = 0.3/(1 + {Vo/V}?) +0.35 (12d)

Results for severa unsuppressed configurations are shown in figure 19(a). For a wide range of
configurations and test conditions, the relatively simple correlation of reference 8 agrees well, as
follows:

UOLO’NQrm = 1330 + 75 |Og (Ve’O/Camb) (13)

The effects of mixing enhancement chevrons on the inner and outer nozzle exits are to increase
outer shear layer noise dightly. For the effect of chevrons or other nozzle exit mixing
enhancement modifications:

AUOL o= 3.37 log (PRPRo) (139)

Data for the suppressed configurations is compared with this relation in figure 19(b), where
UOL o norm — 3.37 log (PRIPRo) is plotted against log (Veo/Camp). It can be seen that the current
relations (egs. (13)—(13a)) agree reasonably well with the experimental data.

The relative sound pressure level, SPLo — UOL, is correlated as a function of the effective
directivity angle 8'o and the logarithmic Strouhal number log Sp, where the Strouhal number is
calculated as follows:

SO= (.I: D2,O/Ve,0) (TO/Tamb)OA (1+cosB'y) (14)

Where D, is the fan (outer stream) nozzle outer diameter and To is the fan (outer stream) total
temperature. The effective angle, to account for refraction effects, is calculated as follows:

0’0 = Bcor0 (\/O/Camb)O':L (149)
These spectral directivity tables are developed iteratively as discussed later in this report.

No effect of the mixing devices is expected on the location for outer shear layer noise, Xso,
calculated as follows:

Xs0 = (8/45) Dyo/LSF (15)

Again, note that the uncorrected angle, 6, is used here to start the correction process in closed
form.

Spectral directivity comparisons are shown in figure 20 for some of the suppressed
configurations. Comparisons for unsuppressed configurations are shown in references 7 and 8,
and since the changes in spectral directivity correlations are so minor, they are not repeated
herein. Comparisons are shown at four ranges of directivity angle, 8'c (170, 100, 130 and 160
deg in figures 20 (a)—d), respectively. Since other components always contribute significantly
where outer shear layer noise is the strongest source, there is more scatter than for merged
mixing noise, but in general the agreement is fairly good except at the aft-most angles
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(fig. 20 (d)) where merged noise is always dominant in terms of both OASPL and Perceived
Noise Level.

Inner Stream Mixing Noise

A significant change from the early model (ref. 7) was made here in reference 8; it was found
that much better agreement is obtained if the characteristic velocity Vo is taken to be the larger
of Vo and V|, and that the overal level correlates reasonably well with «y = 0.0. Our original
attempts to correlate this component used a velocity difference term, (Vo — V[, but it was
found that this component was present even as the difference term approached zero, so the more
complicated form gradually evolved (refs. 7-8). It is interesting to note that in developing a
prediction procedure for conventional velocity profile coannular nozzles, Fisher, et a
(refs. 25-26) found that a term dependent on V| was needed. Based on these considerations, the
normalized baseline (unsuppressed) outer shear layer mixing noise overal level (fig. 21) is
defined as follows:

UOL | Norm = UOL, — 10 10g [(Pamn/Pisa)” (Camb/Cisa)*] — 10 log (A/R?)
+2010g [(1+ Mc, COS 0y cor)” +0.04 Mc”]  (16)

Where:
Vio = MAX (Vo, V) (16a)
Vei = Vio[1 =M (Can/Vi0)] (16b)
Me) = Ney [(ViiofCamb) — Mi] (16c)
ne; = 0.3/(1+0.5{Vo/V}?) +0.3 (16d)

It was found in reference 8 that the overall level correlates reasonably well with N, = 75 with an
additional two-segment BPR effect. In the current analysis, with what is thought to be a better
breakdown of the various components, this BPR effect is no longer seen. Even though there is
significant scatter in the component coefficients, since this component is dominant only for afew
limited cases, the corresponding total levels do not disagree nearly so much with prediction. A
relatively ssmple correlation results, as can be seen in figure 21(a):

UOLLNorm = 129.0 + 75 |Og (Ve’|/Camb) (17)
The effects of mixing enhancement chevrons on the inner and outer nozzle exits are to decrease
inner stream mixing noise. Since this component is often difficult to isolate, for the present it is

approximated that the effects are the same as for merged mixing noise, as follows:

AUOL, = - 45 [log (PR,PRo)]/(1+BPR) (17a)
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Data for the suppressed configurations is compared with this relation in figure 21(b), where
UOL norm + 45 [log (PRIPR0)]/(1+BPR) is plotted against log (Ve /Camp). It can be seen that the
current relations (egs. (17) — (17a)) agree reasonably well with the experimental data. Any
further effects of mixing enhancement on this component are not significant for the
configurations and cycle conditions tested, where this component is not a major contributor.
Additional testing would be required to quantify any further effects.

The relative sound pressure level, SPL, — UOL,, is correlated as a function of the effective

directivity angle 8', and the logarithmic Strouhal number log S, where the Strouhal number is
calculated as follows:

Si=(f Do/Vey) (TY/Tg)4 (00 (18)

Where D, is the inner stream nozzle outer diameter and T, is the core (inner stream) total
temperature. The effective angle, to account for refraction effects, is calculated as follows:

0') = Bcor, (Ve,I/Camb)O':L (18a)
The spectral directivity comparisons for the suppressed configurations are not shown since the
spectral range is very limited in most cases and the scatter relatively large. Comparisons for
unsuppressed configurations are shown in references 7 and 8, and since the changes in spectral
directivity correlations are so minor, they are not repeated herein.

No effect of the mixing devices is expected on the location for source location for inner stream
mixing noise, X, calculated as follows:

Xs) = [L; + (6/45) Dp,]/LSF (19)

Again, note that the uncorrected angle, 6, is used here to start the correction process in closed
form.

Inner Stream Plug Separation Noise

This component appears strongly only for high bypass ratio and low mixed jet velocity, and
therefore is not likely to be a significant problem for a small supersonic cruise aircraft, but it is
included since it is a marginal contributor for some of the comparisons shown herein. There is
also a concern as to whether the high frequency noise is really due to flow separation from the
plug or whether it might be due to upstream sources such as valve noise; the fact that the
component coefficients required to correlate the experimental data are about 10 dB less for the
LaRC facility (ref. 27) than for the GRC facility (ref. 18) supports this notion.

Current model—Comparisons strongly indicate that better correlation is obtained for we = 2.0.
Therefore, the normalized baseline (unsuppressed) outer shear layer mixing noise overal level is
defined as follows:
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UOL pnorm = UOLp— 10 10g [(Pamb/Pisa)” (Cann/Cisa)’] — 10 log (A/R?) — 20 log (pi/po)
+20log [(1+ McpCOSBpco)? +0.04 Mcp?] +501og (1 + Le/Dy))  (20)

Where Lp is the plug length (beyond the inner nozzle exit) and
Mep = 0.62 [(Vep/Co) — Mi] (20a)

The determination of the effective velocity, Vep, for this component is quite difficult, as
discussed in more detail in references 5 and 6, and the following simple relation is currently
employed:

Vep=V, (20b)

For the three unsuppressed configurations tested with plugs at GRC (ref. 18) the data shown in
figure 22(a) agree reasonably well with the following simple correlation expression:

UOLppom = 158.0 + 50 log (Ve p/Co) (21)

Behavior of this sort would be consistent with plug separation noise, which Olsen and Karchmer
(ref. 28) found to be potentially significant for plug nozzles. The effects of mixing enhancement
devices, chevrons in these configurations, on the inner and outer nozzle exits are to increase
outer shear layer noise. The correlations are based partially on more extensive comparisons (ref.
6). The effect of the nozzle mixing enhancement modifications is shown in figure 22(b); it
appears that any effects are on the same order as the data scatter, so with all the uncertainties
regarding this component, the predictive model now includes no effect of the mixing
enhancement devices on level or spectra.

The relative sound pressure level, SPLp — UOLp, is correlated as a function of the effective

directivity angle 0'p and the logarithmic Strouhal number log Sp, where the Strouhal number is
calculated as follows:

Sp= (2 ru/Vep) (TY/To)04 2+ s (22)

Where ry is the inner stream nozzle plug tip radius and T, is the core (inner stream) total
temperature. The effective angle, to account for refraction effects, is calculated as follows:

0'p = Bcorp (Ve,I:’/Camb)o'l (229)

The spectral directivity comparisons for the suppressed configurations are not shown since the
spectral range is very limited in most cases and the scatter relatively large. Comparisons for
unsuppressed configurations are shown in references 7 and 8, and since the changes in spectral
directivity correlations are so minor, they are not repeated herein.

No effect of the mixing devicesis expected on the source location. The source location for inner
stream plug separation noise, Xsp, isasfollows:
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Xsp=[Ly + Lp + 2 (6/45) ry]/LSF (23)

Alternative model—As mentioned earlier, the evidence that this component is due to plug
separation and correlates with plug separation parameters is clouded by the fact that error-prone
high frequency data are involved. It is aso troubling that the implied level coefficient Cp is
significantly less for the cases from the LaRC facility (ref. 27) than those from the GRC facility
(ref. 18). In particular, Strouhal-type scaling of the frequency spectra in terms of the plug
separation parameter utilized herein is not very convincing. Therefore, we offer an aternative
approach that is not currently included as an option in the predictive model.

In the process of adjusting the levels of the various noise components it became apparent that for
some cases, the peak frequency of the predicted plug separation noise was too high when using
the current model. An obvious example of thisis shown in figure 23 (). For this baseline static
condition and angle, the predicted plug separation noise peaks at 16,000 Hz even though the data
show evidence of a peak at 5000 Hz. To investigate this problem, the peak frequency was shifted
by modifying the Strouhal number corresponding to 100 Hz. It was found that a fixed Strouhal
number of 0.025 at f = 100 Hz worked for nearly all conditions examined. An example of thisis
shown in figure 23 (b), for the same conditions as figure 23 (a). In both figures 23 (a) and (b), the
level of the plug separation noise was adjusted such that the predicted total spectra would agree
with the data at this angle. The predicted levels of the other sources are the same for both figures.
Other examples comparing the existing model and the model with the revised Strouhal number
are shown in figures 24 and 25. For the last case shown, the predicted peak frequency, using the
current model, agrees well with that inferred from the data. For this case the 100 Hz. Strouhal
number equals 0.027 using the current model. Thus changing it to 0.025 provides little
improvement. For the other cases presented, the modification to the Strouhal number resultsin a
noticeable improvement in the prediction of this source.

To further investigate the characteristics of this source, the directivity and level of the source
were analyzed. The levels of the plug separation noise were determined by subtracting the
predicted mean square pressure of the other sources from the measured mean square pressure.
These values were then used to calculate the dB levels of the plug separation source.
In figure 26, the peak 1/3 octave level at 90 degrees is plotted against the log of the primary jet
velocity. A curve fit to the data is also shown. The curve fit indicates that the levels correlate
with primary velocity squared. No trend with free jet Mach number or configuration is obvious.

Examination of the data at angles other than 90 degrees reveals that a modification to the
directivity of this source is also needed. With the exception of M = 0.28, for which there is
some scatter, the data tend to follow a similar directivity pattern for each Mach number
independent of configuration or flow condition. The only systematic variation is with free jet
Mach number. The effect of increasing free jet Mach number is to increase the levels in the
forward quadrant and to decrease the in the rear. The variation of directivity with simulated
flight Mach number appears to be reasonably well predicted by subtracting 40 log (1 — M; cos 0)
from the directivity at My = 0. This is typical of the effect associated with dynamic flight
amplification and has traditionally been used to correlate the flight effect on internal noise
Sources.
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A limited examination of peak frequency and spectra shape at angles other than 90 degrees
indicated that there was little variation with geometry or condition. The peak frequency varied
very little with angle, however some indication of a Doppler frequency shift was present. It also
appeared that the current source spectral shape at 90 degrees could be used for all angles.

This aternate model for the plug separation source has only been applied to a limited number of
test conditions and except for the examination of directivity was not evaluated in detail at angles
other then 90 degrees. Further, application of the new model could result in some minor
modifications to the other sources especialy the high frequency portion of the outer mixing
source spectra. Modifications to that source could result in changes to the inferred level of the
plug separation source. Thus conclusions regarding the directivity and level variation with test
conditions could change.

Although the alternate model for the plug separation noise appears to provide better agreement
with data, it does little to clarify the mystery as to the actual source of this noise. In fact it may
actually increase the uncertainty. The lack of variation of peak frequency with jet velocity would
tend to infer that this is not a jet aerodynamic source. The low exponent correlation with jet
velocity is also not consistent with jet aerodynamic sources, athough little is known from past
research regarding the dependence of separation noise on aerodynamic variables. The Doppler
amplification effect on directivity would be consistent with an internal noise source. Thus this
alternate model for this source appears to conflict with the conclusion that this source is due to
separation on the plug, but does little to identify an alternative explanation.

Plug/Downstream Shock Noise

For the cases investigated to the present, it appears that this noise component only occurs when
there is a plug present, both streams are supersonic with Po = P, and there are no noise
suppression modifications to the nozzle exit planes that might prevent this shock interaction
process. Eq. (5) is made specific to this source, as follows:

OASPLp ¢, = Cpen+ 10 10g [(Pams/Pisa)*(Cann/Cisa)’] + 10 log (Aw/R?) +
10log {Bo*/(1 + Bo")} —40log (1—M;cosB) —F (6—6up) (24)

Where Ay isthe appropriate area, and
Bo = [(Mp? —Mgp?d)? + 0.01 Mgp/(1—D1/D2o)]¥*  (24a)

Where Mp is the Mach number based the mass-averaged specific heat ratio and the area-
weighted pressure ratio, and My p is the design Mach number, calculated as follows:

Mgp = (1 —0.5{1—2ry/D2oed ) (Mg +Mg o BPR)/(1+ BPR) +0.5{ 1 — 2r/D2,0.e} Mp (24b)
This formulation accounts for the reduction in shock strength due to both C-D exits and a sharp

plug tip. Dy, isthe inner diameter of the inner-stream nozzle and D, is the outer diameter of
the outer-stream nozzle. The Mach angleis denoted by 6y p, calculated as follows:
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Ovp =180—sin™ (/Mp)  (in degrees) (24c)
Theterm F (8 — 6y p) is calculated as follows:
F (8 —6wp) =0.0 for 8 <Bup |
F (24d)
F(®—06up)=0.75(0—06yp) for0=26up J
Where Mp is calculated from the mass-averaged specific heat ratio and the area-weighted
pressure ratio, and the design Mach number My is Mqp, as calculated above (eg. (24b)). The
relation found appropriate for the coefficient Cp g, is as follows:
Coen = 164.5-50log [1 + (D1,/D20)?] (24e)
The Strouhal number is calculated from eg. (6) with the appropriate variables, as follows:
Sp & = [fBoDhp/(0.7Vp)](1-M; cos B){ [ 1+(0.7V p/Camy)c0sB8] +0.04(0.7V p/Camp) } Y2 (25)

Where Dyp is the “total” hydraulic diameter, 4 (Ajex + Aoe)/[TT (D1 + D2o)], and Vp is
calculated from Mp and the mass-averaged total temperature.

The source location for shock noise, Xsp s, iStaken to be asfollows:

Xsps =[Lp+ L, + 2Dy (Mp?>—1)Y/LSF (26)

Outer Stream Shock Noise

Outer stream shock noise is present only when plug/downstream shock noise is absent. To
calculate outer stream shock noise, eg. (5) is made specific to this source, as follows:

OASPLos= Cos+ 10109 [(Pams/Pisa)’(Camp/Cisa) ‘] + 10 log (Ao/R?) +
10log { Bo"/(1 + Bo™)} —40log (1—M;cosB) —F (0—6uo) (27)

Where the subscript O refers to the outer stream. The shock strength parameter (3o is calculated
asfollows:

Bo=[(Mc® =M g0%)?+ 0.01 Mg o/(1 — D10e/D20e)] (273)
Where Mg is the outer stream Mach number expanded to ambient conditions and My is the
outer stream nozzle design Mach number. Dj o« IS the outer stream nozzle exit inner diameter
and D, « IS the outer stream nozzle exit outer diameter. The Mach angle is denoted by By o,
calculated as follows:

Bvo=180—sin™ (I/Mg)  (in degrees) (27b)
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Theterm F (8 — 6y o) is calculated as follows:

F(0—06uo0) =00 for0<Byo |
F (27¢)
F(O-6mo)=075(0—-06yo) for8=0yo J

Results reported by Viswanathan (ref. 29) as this task neared completion indicate that outer
stream shock noise may remain a significant contributor in the rear quadrant, so this term may
need reevaluation in the future, but thisis not surprising since this term was developed arbitrarily
to give proper limiting behavior.

The relation found appropriate for the coefficient Co ¢ IS dependent on geometry and whether or
not the inner stream is supersonic, asfollows (asin ref. 8):

Cosn = 168.0—6010g [1 + (D10edD20e)’] for M, = 1.0 |
. (27d)
Cosn = 163.5-45log [1 + (D10edD20e)] for M, < 1.0 J

The Strouhal number is calculated from eq. (6) modified and with the appropriate variables, as
follows:

Sosn = [fBo(Dho”"Deg,0”)/(0.7V0)](1 — My cos 6) {[1 + (0.7 Vo/Cam) €0OS 6]
+0.04 (0.7 Volcam) 32 (28)

The source location for shock noise, Xso s, iStaken to be asfollows:

Xsos = [2 Dho (Mo?— 1)Y/LSF (29)

Inner Stream Shock Noise

To calculate inner stream shock noise, eg. (5) is made specific to this source, as follows:

OASPL, ¢, = Cisn + 10 10g [(Pamb/Pisa)*(Camb/Cisa) ‘] + 10 log (A/R?) +
10 log {B/(1 + Bi*} —40log (1 —M;cosB) —F (6—By,) (30)

Where the subscript | refers to the inner stream. The shock strength parameter 3, is calculated as
follows:

Bi = [(Mi* =Mg?)? + 0.01 Mg/(1 — D1 D2y o]V (30a)
Where M, is the inner stream Mach number expanded to ambient conditions and Mg is the inner
stream nozzle design Mach number. Dy« iS the inner stream nozzle exit inner diameter and

D, e IS the inner stream nozzle exit outer diameter. The Mach angle is denoted by By,
calculated as follows:
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Bv, = 180 —sin™* (UM,) (in degrees) (30b)

Theterm F (8 — Oy ,) is calculated as follows:

F(6—6y,) =00 for 8 <Oy, ]
% (30c)
F(®@—6y)=0.75(0-6y,) for0=0y, J

Inner stream shock noise is shown to correlate reasonably well with a constant coefficient for the
plugless configurations (ref. 21). Previous experience indicates that nozzle diameter ratio is a
factor, so the relation recommended is as follows:

Cien=158.0—-5010g [1 + (D1 edD21ex)’] (30d)

The Strouhal number is calculated from eq. (6) modified and with the appropriate variables, as
follows:

S = [fBIDn/(0.7V))] (1 = M cos B){ [1 + (0.7V/Camp)c0s 0] + 0.04(0.7V o/Camp)} *  (31)
The source location for shock noise, X0 s, iStaken to be as follows:

Xsi.é = [Li + 2 Dy (M2 = 1)V /LSF (32

Comparisons With Finalized M odel

A number of comparisons are presented for a wide range of geometries and test conditions to
demonstrate the degree of agreement between the finalized model and experimental data. The
conditions chosen are in or near the range of interest for SBJ application.

Basdline Cases

Baseline coannular nozzle comparisons are shown for high subsonic mixed velocity cases where
there is no shock noise and other higher velocity cases where shock noise is present. The
validity of the flight effects relations are also demonstrated with simulated flight data. First, for
the relatively high bypass (BPR about 5) static case at high mixed velocity but shock-free
conditions, Vmix/Canp = 1.09, the experimental OASPL directivity data are compared with
prediction in figure 27. The prediction is that merged mixing noise strongly dominates the
OASPL. The agreement is very good except at the most aft angles, where the experimental data
exhibit a sharper drop-off than the prediction; it is in this range where the source location can
have a very strong influence. Even with this problem, the RMS error between experimental and
predicted OASPL is 1.5 dB. Spectral comparisons for this case are shown in figure 28. The
low-frequency noise is slightly under-predicted at 6 = 60 (fig. 28 (a)), and is over-predicted at
very high frequency in all cases. Except for the highest frequencies, the agreement at 6 = 90 and
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120 (figs. 28 (b)—c)) is excellent. At 8 = 150 deg (fig. 28 (d)) the noise is somewhat over-
predicted across the spectrum. Considering the data at all angles, 55 < 6 < 160 deg, and from
50Hz <f <4 kHzthe RMSerroris2.0 dB.

For essentially the same conditions, but in simulated flight at M; = 0.28, the OASPL comparison
isshown in figure 29. The agreement seen is very similar to that for the static case (fig. 27) and
the RMS error is the same, 1.5 dB. However, the deviation that is again only significant at aft
angles is different in sign; here the noise is under-predicted at aft angles and the experimental
data do not exhibit the expected peak. We feel that although the changes we have introduced to
correct the experimental data for the effect of source location on shear layer effects, these aspects
of the problem, source distribution and shear layer transmission effects, deserve further attention.
Spectral comparisons are shown in figure 30. Agreement is not quite as good as in the static case
(fig. 28) at B = 60, 90 and 120 deg (figs. 30 (a)—(c)) across most of the spectra, but at high
frequencies the agreement here is actually somewhat better, at least qualitatively, in that the
predicted upturn is observed. At 6 = 150 (fig. 30 (d)) the agreement over most of the spectrum is
much better that the static case, but again there is a significant over-prediction at high frequency.
Considering the data at all angles, 55 < 6 < 165 deg, and from 50 Hz < f < 4 kHz the RM S error
is 1.6 dB, which is excellent for comparisons of this type.

A very high velocity IVP case with shock noise (from ref. 21) is considered in figure 31 with
spectral comparisons at three angles, outer stream shock noise is predicted to be dominant at
0 = 46 and 95 deg (figs. 31 (a)—(b)), while at 8 = 139 deg merged mixing noise is predicted to
dominate at low to middle frequencies, while inner stream and outer shear layer dominate the
middle-to-high and highest frequency ranges, respectively. The agreement is quite good in all
cases. Considering the full spectral range from 100 Hz < f < 80 kHz at these three angles, the
RMS error is 2.0 dB, which is probably as good as can be expected for these data obtained over
20 years ago using a combination of ground-level and centerline-level microphones analytically
corrected and “patched” through the middle frequency range to provide approximately free-field
spectra.

The final baseline case is from General Electric’s anechoic free-jet facility for a high velocity
IVP coannular plug nozzle with both streams supersonic at M = 0.0 (ref. 24), under conditions
where plug/downstream shock noise is expected to contribute significantly. An OASPL
comparison is shown in figure 32. The agreement is qualitatively similar to that seen for the
lower-velocity shock-free case in figure 27, and the RMS error is OASPL 1.4 dB. (Frequencies
where screech tones are present or there are other obvious problems with the experimental data
have been removed from the error calculation.) Spectral comparisons are shown in figure 33. At
0 = 50 deg (fig. 33 (a)) there is a very obvious screech tone affecting the 125 and 160 Hz bands;
aside from this and a modest over-prediction of the plug/downstream shock noise, the agreement
is rather good. The screech is not as evident at 8 = 80 deg (fig. 33 (b)), but otherwise the same
observations are appropriate. At 6 = 120 deg (fig. 33 (c)), where there are no screech tones, the
agreement is excellent. The agreement is also good up to 1 kHz at 6 = 150 deg (fig. 33 (d)) and
is not too bad at higher frequency. For the full angular range, 40 < 6 < 80 and 100 < 6 < 160,
editing out screech and high-frequency problems, for the range from 50 < f < 4 kHz the RMS
error is2.1 dB.
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Core Chevrons

The comparisons shown for the core chevron nozzle of reference 18 are all at the highest mixed
jet velocity. The OASPL directivity comparison under static conditionsis shown in figure 34 for
V mix/Camp = 1.04, and the RM S error is OASPL 1.1 dB. Except for the sight under-prediction in
the forward quadrant, the agreement is very good. Spectral comparisons are shown in figure 35.
There is an under-prediction at low frequency, or perhaps an anomalous source with a relatively
sharp peak, in the forward quadrant (6 = 60 deg, fig. 35 (a)), and there is weak evidence of this
problem at (6 = 90 deg, fig. 35 (b)). At 8 = 120 deg (fig. 35 (c)) the agreement is excellent,
while at 6 = 150 deg (fig. 35 (d)) the low frequency peak is predicted well, with middle and high
frequency levels being somewhat over-predicted. Considering the data at al angles,
55< 0 <160 deg, and from 50 Hz < f < 4 kHz the RM S error is 2.2 dB.

For essentially the same conditions (V mix/Canp = 1.07), but in simulated flight at My = 0.28,
OASPL directivity comparisons are shown in figure 36. The agreement seen is similar to that for
the static case and the RMS error is dlightly higher, 1.4 dB. As for the unsuppressed case
(fig. 29) the deviation is most significant at aft angles, where the experimental data do not exhibit
the expected peak. Spectral comparisons shown in figure 37 are qualitatively similar to those
under static conditions (fig. 35); statistically the agreement is somewhat better, with an RMS
error of 1.6 dB over the full angular range from 55 < 6 < 160 deg and frequency
50Hz <f <4 kHz.

Next, comparisons are shown for a dlightly different configuration, a core petal internal-plug
nozzle (ref. 27). These tests were conducted with the microphone array relatively closer to the
model than in the GRC facility (ref. 18), so the importance of the source location models is
increased. The OASPL directivity comparison at V mix/Camp = 0.975 and M; = 0.10 is shown in
figure 38. The experimental data show essentially a constant level in the forward quadrant,
contrary to expectations and other test results; this could be related to modest levels of excess
noise from the upstream fluid supply systems or the free jet itself. Spectral comparisons are
shown in figure 39. In the forward quadrant at 6 = 58 deg (fig. 39 (a)) the experimental data fall
well above the prediction over the low and middle frequency range, but a 6 = 92 deg
(fig. 39 (b)) the discrepancy is small. For some conditions relatively sharp low frequency peaks
can be seen in the forward quadrant, so for statistical comparisons low frequencies are eliminated
(up to 800 Hz at 6 = 48 deg, gradually reducing to include the full experimental range at
0 = 102 deg). Under these restrictions, and with the rear quadrant agreement rather good, the
RMS error in OASPL (fig. 38) is 1.8 dB. The spectral agreement is also good at 6 = 122 and
157 deg (figs. 39 (c)—(d)), and the RMS error is 1.8 dB, again subject to the low frequency
restrictions mentioned above. The agreement in the rear quadrant is particularly supportive of
the general validity of the source location model.

Combined Core and Fan Chevrons

With the success demonstrated above in predicting the acoustic performance of core nozzle
chevrons and petal suppressors, comparisons are next made with the combined core and fan
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chevron configuration of reference 18, again at the highest mixed jet velocities reported but
without shock noise. OASPL comparisons at static conditions are shown in figure 40; agreement
is very good except for the under-prediction (or slightly contaminated experimental) data in the
forward quadrant. Even with the forward quadrant disagreement, the RMS error is a very good
1.2 dB. The forward quadrant experimental spectrum (8 = 60 deg, fig. 41 (a)) exhibits a higher
than predicted level and a lower than predicted peak frequency; this trend is essentially
eliminated at © = 90 deg (fig. 41 (b)). Itisquitelikely that the forward quadrant disagreement is
due to some excess noise in the experimental data. The agreement is excellent at 8 = 90 deg and
120 deg (figs. 41 (b)—c)) and is still rather good, especialy in the peak region, at 6 = 150 deg
(fig. 41 (d)). Over the full angular range from 55 < 6 < 160 deg and frequency
50Hz < f <4 kHz, theRMS error is 2.1 dB.

The corresponding simulated flight comparisons for OASPL directivity are shown in figure 42.
Much like the unsuppressed and core chevron comparisons, general agreement is fairly good, but
the experimental data do not exhibit the expected peak. The RMS error in OASPL is 1.5 dB.
Spectral comparisons are shown in figure 43. The forward quadrant (6 = 60 deg, fig. 43 (a))
agreement is a little better at low frequency but not as good at high frequency relative to the
unsuppressed and core chevron cases. At 6 = 90 deg (fig. 43 (b) the agreement is good, but the
experimental spectrum is a little flatter than predicted; similar agreement is seen at 6 = 120 and
150 deg (figs. 43 (c)—d)). Over the full angular range from 55 < 6 < 165 deg and frequency
50Hz < f <4 kHz, the RMS error is 2.1 dB.

20-Chute Outer Stream Suppressor

The final comparisons shown herein are for a 20-chute outer stream suppressor applied to an IVP
coannular nozzle. Even though simulated flight data are available in reference 23, only static
comparisons are shown at present, since the free jet to flight transformation procedure used
therein did not account for source locations and used a different methodology also. In references
7 and 8 the methodology used in reference 23 and that of reference 17, both with source
locations at the nozzle exit plane, were shown to give significantly different results. It would be
valuable to reanalyze some of these data using the current approach, but is not possible within
the current resource restraints.

Spectral comparisons are for takeoff power, V mix/Camp = 2.19, at 8 = 60, 90 and 120 deg in figures
44 (a)—(c), respectively. In the forward quadrant (fig. 44 (a)) outer stream shock noise controls
the OASPL and PNL, while merged mixing noise controls the lower frequency range; agreement
between experiment and prediction is very good. At 6 = 90 deg (fig. 44 (b)), the same
two components are dominant, but outer shear layer noise may contribute marginally; again the
agreement between experiment and prediction is very good. In the rear quadrant, at 6 = 120 deg
(fig. 44 (c)) merged mixing noise and outer shear layer mixing noise are predicted to be
dominant, but the agreement is not as good as at the lower angles. Overall, for these three angles
plus 6 = 110 deg, the RMS error is 1.2 dB in OASPL and 1.8 dB in all SPLs.
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Analogous comparisons for cutback power, Vmix/Canp = 1.92, are shown in figure 45. The
agreement at © = 60 deg (fig. 45 (a)), where outer stream shock noise is dominant, is very good,
as it was at higher power. At 6 = 90 deg (fig. 45 (b)), where the mixing noise become more
important, the agreement is not quite as good as at higher power. At 6 = 120 deg (fig. 45 (¢)) the
agreement is similar to that seen at higher power. It appears that the component prediction
causing the inaccuracy is the outer shear layer mixing noise. Overal, for these three angles plus
0 =110 deg, the RMSerror is0.5dB in OASPL and 1.8 dB in all SPLs.

Concluding Remarks

The predictive tool developed herein for coannular nozzles with noise suppression features is
shown to agree well with a wide range of experimental data for subsonic and supersonic exhaust
conditions from several static and simulated flight model test facilities. This model should
enable reasonably accurate jet noise prediction for the range of propulsion systems under
consideration for supersonic business jet application. This capability includes devices providing
moderate levels of jet noise suppression. For applications requiring more aggressive suppression
approaches, the two-dimensiona mixer gector predictive model is availablein NASA Langley’'s
Aircraft Noise Prediction Program (ANOPP) and in NASA Glenn’s FOOTPR code.

Further comparisons with experimental data from a wider range of sources and statistical
evaluation of the predictive model would be valuable follow-on activities and would likely lead
to further improvement. However, the most important follow-on activity would be to conduct
comparisons with larger-scale flight data.
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Table | - Spectral Directivity Relations for Merged Mixing Noise
(a) Corrected Effective Directivity Angle, 8'y o, from 0 to 100 deg

Frequency Normalized sound pressure level, SPLy-UOL,,, dB vs. corrected effective directivity angle
Corrected effective directivity angle, 8'y cor, deg

parameter,
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0.5
0.6
0.7
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-13.1
-12.0
-11.2
-10.7
-10.4
-10.2
-10.4
-10.8
-11.4
-12.3
-13.5
-15.0
-16.6
-18.2
-19.8
-21.4
-23.0
-24.6
-26.2
-27.8
-29.4
-31.0
-32.6
-34.2
-35.8
-37.4
-39.0
-61.4

0.0

60
-92.9
-50.9
-47.9
-44.9
-41.9
-39.1
-36.5
-34.0
-31.6
-29.3
-27.1
-24.9
-22.7
-20.6
-18.5
-16.5
-14.6
-13.1
-12.0
-11.2
-10.7
-10.4
-10.2
-10.4
-10.8
-11.4
-12.3
-13.5
-15.0
-16.6
-18.2
-19.8
-21.4
-23.0
-24.6
-26.2
-27.8
-29.4
-31.0
-32.6
-34.2
-35.8
-37.4
-39.0
-61.4

0.0

70
-92.9
-50.9
-47.9
-44.9
-41.9
-39.1
-36.5
-34.0
-31.6
-29.3
-27.1
-24.9
-22.7
-20.6
-18.5
-16.5
-14.6
-131
-12.0
-11.2
-10.7
-10.4
-10.2
-10.4
-10.8
-11.4
-12.3
-13.5
-15.0
-16.6
-18.2
-19.8
-21.4
-23.0
-24.6
-26.2
-27.8
-29.4
-31.0
-32.6
-34.2
-35.8
-37.4
-39.0
-61.4

0.0

80
-92.9
-50.9
-47.9
-44.9
-41.9
-39.1
-36.5
-34.0
-31.6
-29.3
-27.1
-24.9
-22.7
-20.6
-18.5
-16.5
-14.6
-13.1
-12.0
-11.2
-10.7
-10.4
-10.2
-10.4
-10.8
-11.4
-12.3
-13.5
-15.0
-16.6
-18.2
-19.8
-21.4
-23.0
-24.6
-26.2
-27.8
-29.4
-31.0
-32.6
-34.2
-35.8
-37.4
-39.0
-61.4

0.0

90
-92.9
-50.9
-47.9
-44.9
-41.9
-39.1
-36.5
-34.0
-31.6
-29.3
-27.1
-24.9
-22.7
-20.6
-18.5
-16.5
-14.6
-13.1
-12.0
-11.2
-10.7
-10.4
-10.2
-10.4
-10.8
-11.4
-12.3
-13.5
-15.0
-16.6
-18.2
-19.8
-21.4
-23.0
-24.6
-26.2
-27.8
-29.4
-31.0
-32.6
-34.2
-35.8
-37.4
-39.0
-61.4

0.0

100
-92.9
-50.9
-47.9
-44.9
-41.9
-39.1
-36.5
-34.0
-31.6
-29.3
-27.1
-24.9
-22.7
-20.6
-18.5
-16.5
-14.6
-13.1
-12.0
-11.2
-10.7
-10.4
-10.2
-10.4
-10.8
-11.4
-12.3
-13.5
-15.0
-16.6
-18.2
-19.8
-21.4
-23.0
-24.6
-26.2
-27.8
-29.4
-31.0
-32.6
-34.2
-35.8
-37.4
-39.0
-61.4

0.0



Table | (Concluded) - Spectral Directivity Relations for Merged Mixing Noise
(b) Corrected Effective Directivity Angle, 8'y o, from 110 to 250 deg

Normalized sound pressure level, SPLy-UOL,,, dB vs. corrected effective directivity angle
Corrected effective directivity angle, 8'y o, deg

Frequency
parameter,

log Sy
-3.6
-2.2
-2.1
-2.0
-1.9
-1.8
-1.7
-1.6
-1.5
-1.4
-1.3
-1.2
-11
-1.0
-0.9
-0.8
-0.7
-0.6
-0.5
-0.4
-0.3
-0.2
-0.1
0.0
0.1
0.2
0.3
0.4
0.5
0.6
0.7
0.8
0.9
1.0
11
12
1.3
14
15
1.6
17
1.8
1.9
20
3.6
OASPLy-UOLy

110
-93.4
-51.4
-48.4
-45.4
-42.4
-39.6
-37.0
-34.5
-32.1
-29.8
-27.6
-25.4
-23.2
-21.1
-19.0
-17.0
-15.2
-13.6
-12.2
-11.0
-10.2

-9.8

-95

-9.8
-10.4
-11.1
-12.3
-13.6
-15.1
-16.7
-18.3
-19.9
-21.6
-23.3
-25.0
-26.7
-28.4
-30.1
-31.8
-33.5
-35.2
-37.0
-38.8
-40.6
-69.4

0.2

NASA/CR—2004-212984

120
-91.3
-49.3
-46.3
-43.3
-40.3
-37.6
-35.0
-32.5
-30.1
-27.8
-25.5
-23.2
-21.0
-18.9
-16.9
-15.0
-13.4
-11.9
-10.6

-9.7

-9.0

-8.7

-9.1

-9.7
-10.4
-11.4
-12.5
-13.8
-15.4
-17.2
-19.1
-21.0
-22.9
-24.8
-26.7
-28.6
-30.5
-32.5
-34.5
-36.5
-38.5
-40.5
-42.5
-44.5
-72.5

0.9

130
-93.0
-51.0
-48.0
-45.0
-42.0
-39.0
-36.0
-33.0
-30.0
-27.0
-24.1
-21.3
-18.6
-16.0
-13.5
-11.3

-9.5

-8.0

-6.8

-6.0

-5.6

-6.2

-7.1

-8.3

-9.8
-11.4
-13.1
-15.1
-17.1
-19.2
-21.3
-23.4
-25.5
-27.6
-29.7
-31.8
-33.9
-36.0
-38.2
-40.4
-42.6
-44.8
-47.0
-49.2
-80.0

3.2

140
-88.4
-46.4
-43.4
-40.4
-37.4
-34.4
-31.4
-28.4
-25.4
-22.5
-19.7
-17.0
-14.4
-11.9

-9.7

-7.9

-6.4

-5.2

-4.4

-4.0

-4.8

-6.3

-8.3
-10.5
-12.7
-14.9
-17.1
-19.4
-21.7
-24.0
-26.3
-28.6
-30.9
-33.2
-35.5
-37.9
-40.3
-42.7
-45.1
-47.5
-49.9
-52.3
-54.7
-57.1
-90.7

4.2

150 160
-86.9 -88.9
-449 -46.9
-41.9 -43.9
-38.9 -409
-35.9 -379
-32.9 -349
-29.9 -31.9
-26.9 -28.9
-24.0 -26.0
-21.2  -23.2
-185 -20.5
-159 -179
-134 -154
-11.2 -13.2
94 -114
-7.9 -9.9
-6.7 -8.7
-5.9 -7.9
-55 -7.5
-6.3 -8.3
-7.8 -9.8
-10.2 -12.2
-13.1 -15.1
-16.0 -18.1
-189 -21.1
-21.8 -241
-24.7  -27.1
-27.6  -30.1
-30.5 -33.1
-334 -36.1
-36.3 -39.1
-39.2 -421
-42.1  -45.1
-45.0 -48.1
-479 -51.1
-50.8 -54.1
-53.7 -57.1
-56.6 -60.1
-595 -63.1
-62.4 -66.1
-65.3 -69.1
-68.2 -72.1
-71.1  -75.1
-74.0 -78.1
-120.4 -126.1
2.6 0.6
33

170
-90.5
-49.9
-46.9
-43.9
-40.9
-37.9
-34.9
-31.9
-29.0
-26.2
-23.5
-20.9
-18.4
-16.2
-14.4
-12.9
-11.7
-10.9
-10.5
-11.3
-12.6
-15.0
-17.9
-20.9
-23.9
-26.9
-29.9
-32.9
-35.9
-38.9
-41.9
-44.9
-47.9
-50.9
-53.9
-56.9
-59.9
-62.9
-65.9
-68.9
-71.9
-74.9
-77.9
-80.9

-128.9

-2.4

180 190
-945 -995
-563.9 -58.9
-50.9 -55.9
-47.9 -52.9
-44.9 -49.9
-41.9 -46.9
-38.9 -43.9
-35.9 -40.9
-33.0 -38.0
-30.2 -35.2
-275 -325
-249 -29.9
-224  -274
-20.2  -25.2
-18.4 -234
-16.9  -21.9
-15.7 -20.7
-149 -199
-145 -195
-153 -20.3
-16.6  -21.6
-19.0 -24.0
-21.9 -26.9
-249 -29.9
-27.9 -32.9
-30.9 -35.9
-33.9 -38.9
-36.9 -41.9
-39.9 -44.9
-429  -47.9
-45.9 -50.9
-48.9 -53.9
-51.9 -56.9
-549 -59.9
-57.9 -62.9
-60.9 -65.9
-63.9 -68.9
-66.9 -71.9
-69.9 -74.9
-72.9 -77.9
-75.9 -80.9
-789 -83.9
-81.9 -86.9
-84.9 -89.9
-132.9 -137.9

-64 -11.4

200 250
-104.5 -1295
-63.9 -88.9
-60.9 -85.9
-57.9 -82.9
-54.9 -79.9
-51.9 -76.9
-48.9 -73.9
-459 -70.9
-43.0 -68.0
-40.2  -65.2
-37.5 -625
-34.9 -59.9
-32.4 -57.4
-30.2 -55.2
-28.4 -53.4
-26.9 -51.9
-25.7 -50.7
-24.9  -49.9
-245 -495
-25.3 -50.3
-26.6 -51.6
-29.0 -54.0
-31.9 -56.9
-34.9 -59.9
-37.9 -62.9
-40.9 -65.9
-43.9 -68.9
-46.9 -71.9
-49.9  -74.9
-529 -77.9
-55.9 -80.9
-58.9 -83.9
-61.9 -86.9
-64.9 -89.9
-67.9 -92.9
-70.9 -95.9
-73.9 -98.9
-76.9 -101.9
-79.9 -104.9
-82.9 -107.9
-85.9 -110.9
-88.9 -113.9
-91.9 -116.9
-94.9 -119.9
-1429 -167.9
-16.4  -41.4



Frequency
parameter,

log So
-3.6
-2.2
-2.1
-2.0
-1.9
-1.8
-1.7
-1.6
-1.5
-1.4
-1.3
-1.2
-1.1
-1.0
-0.9
-0.8
-0.7
-0.6
-0.5
-04
-0.3
-0.2
-0.1
0.0
0.1
0.2
0.3
0.4
0.5
0.6
0.7
0.8
0.9
1.0
1.1
1.2
1.3
1.4
1.5
1.6
1.7
1.8
1.9
2.0
3.6
OASPL,-UOL,

Table Il - Spectral Directivity Relations for Outer Shear Layer Mixing Noise
(a) Corrected Effective Directivity Angle, €'g cor, from 0 to 100 deg

Normalized sound pressure level, SPL5-UOL, dB vs. corrected effective directivity angle
Corrected effective directivity angle, 8'c o, deg

0 10

-253.5 -2535
-169.5 -169.5
-163.5 -163.5
-157.5 -157.5
-151.5 -1515
-145.5 -1455
-139.5 -1395
-133.5 -1335
-1275 -1275
-121.5 -1215
-115.5 -1155
-109.5 -109.5
-103.5 -103.5
-975 -975
-915 -915
-85.5 -85.5
-795 -795
-735 -735
-67.5 -675
-61.5 -615
-55.5 -555
-49.5  -495
-43.5 -435
-37.6 -37.6
-32.6 -32.6
-28.1  -281
-24.1  -24.1
-20.6  -20.6
-175 -175
-15.0 -15.0
-13.0 -13.0
-115 -115
-10.5 -105
-9.8 -9.8
-9.5 -9.5
-9.7 -9.7
-10.0 -10.0
-104 -104
-11.0 -11.0
-11.7  -11.7
-126  -12.6
-13.6  -13.6
-14.7  -14.7
-15.8 -158
-33.4 -334
0.2 0.2

NASA/CR—2004-212984

20
-253.5
-169.5
-163.5
-157.5
-151.5
-145.5
-139.5
-133.5
-127.5
-121.5
-115.5
-109.5
-103.5

-97.5
-91.5
-85.5
-79.5
-73.5
-67.5
-61.5
-55.5
-49.5
-43.5
-37.6
-32.6
-28.1
-24.1
-20.6
-17.5
-15.0
-13.0
-11.5
-10.5
-9.8
-9.5
-9.7
-10.0
-10.4
-11.0
-11.7
-12.6
-13.6
-14.7
-15.8
-33.4
0.2

30
-253.5
-169.5
-163.5
-157.5
-151.5
-145.5
-139.5
-133.5
-127.5
-121.5
-115.5
-109.5
-103.5
-97.5
-91.5
-85.5
-79.5
-73.5
-67.5
-61.5
-55.5
-49.5
-43.5
-37.6
-32.6
-28.1
-24.1
-20.6
-17.5
-15.0
-13.0
-11.5
-10.5
-9.8
-9.5
-9.7
-10.0
-10.4
-11.0
-11.7
-12.6
-13.6
-14.7
-15.8
-33.4
0.2

40
-253.5
-169.5
-163.5
-157.5
-151.5
-145.5
-139.5
-133.5
-127.5
-121.5
-115.5
-109.5
-103.5

-97.5
-91.5
-85.5
-79.5
-73.5
-67.5
-61.5
-55.5
-49.5
-43.5
-37.6
-32.6
-28.1
-24.1
-20.6
-17.5
-15.0
-13.0
-11.5
-10.5
-9.8
-9.5
-9.7
-10.0
-10.4
-11.0
-11.7
-12.6
-13.6
-14.7
-15.8
-33.4
0.2

34

50
-253.5
-169.5
-163.5
-157.5
-151.5
-145.5
-139.5
-133.5
-127.5
-121.5
-115.5
-109.5
-103.5

-97.5
-91.5
-85.5
-79.5
-73.5
-67.5
-61.5
-55.5
-49.5
-43.5
-37.6
-32.6
-28.1
-24.1
-20.6
-17.5
-15.0
-13.0
-11.5
-10.5
-9.8
-9.5
-9.7
-10.0
-10.4
-11.0
-11.7
-12.6
-13.6
-14.7
-15.8
-33.4
0.2

60
-253.5
-169.5
-163.5
-157.5
-151.5
-145.5
-139.5
-133.5
-127.5
-121.5
-115.5
-109.5
-103.5

-97.5
-91.5
-85.5
-79.5
-73.5
-67.5
-61.5
-55.5
-49.5
-43.5
-37.6
-32.6
-28.1
-24.1
-20.6
-17.5
-15.0
-13.0
-11.5
-10.5
-9.8
-9.5
-9.7
-10.0
-10.4
-11.0
-11.7
-12.6
-13.6
-14.7
-15.8
-33.4
0.2

70
-253.5
-169.5
-163.5
-157.5
-151.5
-145.5
-139.5
-133.5
-127.5
-121.5
-115.5
-109.5
-103.5

-97.5
-91.5
-85.5
-79.5
-73.5
-67.5
-61.5
-55.5
-49.5
-43.5
-37.6
-32.6
-28.1
-24.1
-20.6
-17.5
-15.0
-13.0
-115
-10.5
-9.8
-9.5
-9.7
-10.0
-10.4
-11.0
-11.7
-12.6
-13.6
-14.7
-15.8
-33.4
0.2

80

-253.5
-169.5
-163.5
-157.5
-151.5
-145.5
-139.5
-133.5
-127.5
-121.5
-115.5
-109.5
-103.5

-97.5
-91.5
-85.5
-79.5
-73.5
-67.5
-61.5
-55.5
-49.5
-43.5
-37.6
-32.6
-28.1
-24.1
-20.6
-17.5
-15.0
-13.0
-11.5
-10.5
-9.8
-9.5
-9.7
-10.0
-10.4
-11.0
-11.7
-12.6
-13.6
-14.7
-15.8
-33.4
0.2

90
-253.8
-169.8
-163.8
-157.8
-151.8
-145.8
-139.8
-133.8
-127.8
-121.8
-115.8
-109.8
-103.8

-97.8
-91.8
-85.8
-79.8
-73.8
-67.8
-61.8
-55.8
-49.8
-43.8
-37.8
-32.8
-28.3
-24.3
-20.8
-17.6
-15.1
-13.1
-11.6
-10.6
-9.9
-9.6
-9.8
-10.1
-10.5
-11.1
-11.8
-12.7
-13.7
-14.8
-15.9
-33.5
0.0

100
-253.6
-169.6
-163.6
-157.6
-151.6
-145.6
-139.6
-133.6
-127.6
-121.6
-115.6
-109.6
-103.6

-97.6
-91.6
-85.6
-79.6
-73.6
-67.6
-61.6
-55.6
-49.6
-43.6
-37.6
-32.6
-28.1
-24.1
-20.6
-17.6
-15.1
-13.1
-11.6
-10.6

-9.9

-9.6

-9.8

-10.1
-10.6
-11.3
-12.2
-13.2
-14.2
-15.4
-16.6
-35.8
0.0



Table Il (Concluded) - Spectral Directivity Relations for Outer Shear Layer Mixing Noise
(b) Corrected Effective Directivity Angle, 8' ., from 110 to 250 deg

Normalized sound pressure level, SPL5-UOL,, dB vs. corrected effective directivity angle
Corrected effective directivity angle, 8'c o, deg

Frequency
parameter,

log So
-3.6
-2.2
-2.1
-2.0
-1.9
-1.8
-1.7
-1.6
-1.5
-1.4
-1.3
-1.2
-1.1
-1.0
-0.9
-0.8
-0.7
-0.6
-0.5
-04
-0.3
-0.2
-0.1
0.0
0.1
0.2
0.3
0.4
0.5
0.6
0.7
0.8
0.9
1.0
1.1
1.2
1.3
1.4
1.5
1.6
1.7
1.8
1.9
2.0
3.6
OASPL,-UOL,

110
-253.6
-169.6
-163.6
-157.6
-151.6
-145.6
-139.6
-133.6
-127.6
-121.6
-115.6
-109.6
-103.6

-97.6
-91.6
-85.6
-79.6
-73.6
-67.6
-61.6
-55.6
-49.6
-43.6
-37.6
-32.6
-28.1
-24.1
-20.6
-17.6
-15.1
-13.1
-11.6
-10.6

-9.9

-9.6

-9.8

-10.2
-10.8
-11.6
-12.7
-13.8
-15.0
-16.2
-17.4
-36.6
-0.2

NASA/CR—2004-212984

120

-255.1
-171.1
-165.1
-159.1
-153.1
-147.1
-141.1
-135.1
-129.1
-123.1
-117.1
-111.1
-105.1

-99.1
-93.1
-87.1
-81.1
-75.1
-69.1
-63.1
-57.1
-51.1
-45.1
-39.1
-34.1
-29.6
-25.6
-22.1
-19.1
-16.6
-14.6
-13.1
-12.1
-11.4
-11.1
-11.3
-11.8
-12.4
-13.2
-14.4
-14.9
-15.5
-16.3
-17.5
-38.3
-1.7

130
-257.6
-173.6
-167.6
-161.6
-155.6
-149.6
-143.6
-137.6
-131.6
-125.6
-119.6
-113.6
-107.6
-101.6

-95.6
-89.6
-83.6
-77.6
-71.6
-65.6
-59.6
-53.6
-47.6
-41.6
-36.6
-32.1
-28.1
-24.6
-21.6
-19.1
-17.1
-15.6
-14.6
-13.9
-13.6
-13.8
-14.4
-15.1
-16.0
-17.2
-17.8
-18.5
-19.4
-20.6
-43.0
-4.3

140
-254.0
-170.0
-164.0
-158.0
-152.0
-146.0
-140.0
-134.0
-128.0
-122.0
-116.0
-110.0
-104.0

-98.0
-92.0
-86.0
-80.0
-74.0
-68.0
-62.0
-56.0
-50.0
-44.0
-39.0
-34.5
-30.5
-27.0
-24.0
-21.5
-19.5
-18.0
-17.0
-16.3
-16.0
-16.3
-16.9
-17.8
-19.0
-20.4
-21.8
-23.2
-24.6
-26.0
-27.4
-49.8
-6.8

150
-256.0
-172.0
-166.0
-160.0
-154.0
-148.0
-142.0
-136.0
-130.0
-124.0
-118.0
-112.0
-106.0
-100.0

-94.0
-88.0
-82.0
-76.0
-70.0
-64.0
-58.0
-52.0
-46.0
-41.0
-36.5
-32.5
-29.0
-26.0
-23.5
-21.5
-20.0
-19.0
-18.3
-18.0
-18.3
-18.9
-19.8
-21.0
-22.4
-23.8
-25.2
-26.6
-28.0
-29.4
-51.8
-8.8

35

160
-258.0
-174.0
-168.0
-162.0
-156.0
-150.0
-144.0
-138.0
-132.0
-126.0
-120.0
-114.0
-108.0
-102.0

-96.0
-90.0
-84.0
-78.0
-72.0
-66.0
-60.0
-54.0
-48.0
-43.0
-38.5
-34.5
-31.0
-28.0
-25.5
-23.5
-22.0
-21.0
-20.3
-20.0
-20.3
-20.9
-21.8
-23.0
-24.4
-25.8
-27.2
-28.6
-30.0
-31.4
-53.8
-10.8

170
-261.0
-177.0
-171.0
-165.0
-159.0
-153.0
-147.0
-141.0
-135.0
-129.0
-123.0
-117.0
-111.0
-105.0

-99.0
-93.0
-87.0
-81.0
-75.0
-69.0
-63.0
-57.0
-51.0
-46.0
-41.5
-37.5
-34.0
-31.0
-28.5
-26.5
-25.0
-24.0
-23.3
-23.0
-23.3
-23.9
-24.8
-26.0
-27.4
-28.8
-30.2
-31.6
-33.0
-34.4
-56.8
-13.8

180
-265.0
-181.0
-175.0
-169.0
-163.0
-157.0
-151.0
-145.0
-139.0
-133.0
-127.0
-121.0
-115.0
-109.0
-103.0

-97.0
-91.0
-85.0
-79.0
-73.0
-67.0
-61.0
-55.0
-50.0
-45.5
-41.5
-38.0
-35.0
-32.5
-30.5
-29.0
-28.0
-27.3
-27.0
-27.3
-27.9
-28.8
-30.0
-31.4
-32.8
-34.2
-35.6
-37.0
-38.4
-60.8
-17.8

190
-270.0
-186.0
-180.0
-174.0
-168.0
-162.0
-156.0
-150.0
-144.0
-138.0
-132.0
-126.0
-120.0
-114.0
-108.0
-102.0

-96.0
-90.0
-84.0
-78.0
-72.0
-66.0
-60.0
-55.0
-50.5
-46.5
-43.0
-40.0
-37.5
-35.5
-34.0
-33.0
-32.3
-32.0
-32.3
-32.9
-33.8
-35.0
-36.4
-37.8
-39.2
-40.6
-42.0
-43.4
-65.8
-22.8

200
-305.0
-221.0
-215.0
-209.0
-203.0
-197.0
-191.0
-185.0
-179.0
-173.0
-167.0
-161.0
-155.0
-149.0
-143.0
-137.0
-131.0
-125.0
-119.0
-113.0
-107.0
-101.0

-95.0
-90.0
-85.5
-81.5
-78.0
-75.0
-72.5
-70.5
-69.0
-68.0
-67.3
-67.0
-67.3
-67.9
-68.8
-70.0
-71.4
-72.8
-74.2
-75.6
-77.0
-78.4
-100.8
-57.8

250
-310.0
-226.0
-220.0
-214.0
-208.0
-202.0
-196.0
-190.0
-184.0
-178.0
-172.0
-166.0
-160.0
-154.0
-148.0
-142.0
-136.0
-130.0
-124.0
-118.0
-112.0
-106.0
-100.0

-95.0
-90.5
-86.5
-83.0
-80.0
-77.5
-75.5
-74.0
-73.0
-72.3
-72.0
-72.3
-72.9
-73.8
-75.0
-76.4
-77.8
-79.2
-80.6
-82.0
-83.4
-105.8
-62.8



Table Il - Spectral Directivity Relations for Inner Stream Mixing Noise
(a) Corrected Effective Directivity Angle, ', from 0 to 100 deg

Frequency Normalized sound pressure level, SPL-UOL,, dB vs. corrected effective directivity angle
parameter, Corrected effective directivity angle, €', ., deg
log S, 0 10 20 30 40 50 60 70 80 90 100
-3.6 -206.0 -205.2 -204.6 -204.2 -204.0 -204.4 -204.8 -205.3 -205.8 -198.5 -194.0
-2.2 -122.0 -121.2 -120.6 -120.2 -120.0 -120.4 -120.8 -121.3 -121.8 -114.5 -110.0
2.1 -116.0 -115.2 -114.6 -114.2 -114.0 -1144 -114.8 -115.3 -115.8 -108.5 -104.0
-2.0 -110.0 -109.2 -108.6 -108.2 -108.0 -108.4 -108.8 -109.3 -109.8 -102.5 -98.0
-1.9 -104.0 -103.2 -102.6 -102.2 -102.0 -102.4 -102.8 -103.3 -103.8 -96.5 -92.0
-1.8 -98.0 -97.2 -96.6 -96.2 -96.0 -96.4 -96.8 -97.3 -97.8 -90.5 -86.0
-1.7 -92.0 -91.2 -90.6 -90.2 -90.0 -904 -90.8 -91.3 -91.8 -845 -80.0
-1.6 -86.0 -852 -84.6 -84.2 -840 -844 -848 -853 -858 -785 -74.0
-1.5 -80.0 -79.2 -786 -782 -780 -784 -788 -79.3 -79.8 -725 -68.0
-1.4 -740 -732 -726 -722 -720 -724 -728 -73.3 -73.8 -66.5 -62.0
-1.3 -68.0 -67.2 -66.6 -66.2 -66.0 -66.4 -66.8 -67.3 -67.8 -60.5 -56.0
-1.2 -62.0 -61.2 -60.6 -60.2 -60.0 -604 -60.8 -61.3 -61.8 -545 -50.0
-1.1 -56.0 -55.2 -546 -542 -540 -544 -548 -55.3 -55.8 -485 -44.0
-1.0 -50.0 -49.2 -48.6 -48.2 -480 -484 -488 -493 -498 -425 -38.0
-0.9 -44.0 -432 -426 -422 -420 -424 -428 -433 -438 -375 -33.0
-0.8 -380 -372 -36.6 -36.2 -36.0 -364 -36.8 -37.3 -37.8 -325 -285
-0.7 -33.0 -322 -316 -31.2 -31.0 -31.4 -31.8 -32.3 -328 -28.0 -245
-0.6 -285 -27.7 -271 -26.7 -265 -269 -273 -278 -283 -24.0 -21.0
-0.5 -245 -23.7 -231 -227 -225 -229 -233 -238 -243 -205 -18.0
-0.4 -21.0 -202 -196 -19.2 -19.0 -194 -198 -20.3 -20.8 -175 -155
-0.3 -180 -17.2 -166 -16.2 -16.0 -164 -168 -173 -17.8 -150 -135
-0.2 -155 -147 -141 -13.7 -135 -139 -143 -148 -153 -13.0 -12.0
-0.1 -135 -12.7 -121 -11.7 -115 -119 -123 -128 -133 -115 -11.0
0.0 -120 -11.2 -106 -10.2 -100 -104 -108 -11.3 -11.8 -10.5 -105
0.1 -11.0 -102 -9.6 -9.2 -9.0 -9.4 -9.8 -103 -108 -10.0 -10.3
0.2 -105 -9.7 -9.1 -8.7 -8.5 -8.9 -9.3 -98 -103 -98 -105
0.3 -10.3  -95 -8.9 -8.5 -8.3 -8.7 9.1 -96 -10.1 -10.0 -10.9
0.4 -105  -9.7 9.1 -8.7 -8.5 -8.9 -9.3 -98 -103 -104 -115
0.5 -109 -101  -95 -9.1 -8.9 -9.3 -9.7 -102 -10.7 -11.0 -12.7
0.6 -115 -10.7 -101 -9.7 -9.5 -99 -103 -108 -11.3 -122 -13.9
0.7 -12.7 -119 -1123 -109 -10.7 -11.1 -115 -120 -125 -134 -15.1
0.8 -140 -132 -126 -12.2 -120 -124 -128 -13.2 -13.7 -146 -16.3
0.9 -154 -146 -140 -136 -134 -138 -141 -144 -149 -158 -175
1.0 -16.8 -16.0 -154 -150 -148 -152 -154 -156 -16.1 -17.0 -18.7
1.1 -182 -174 -168 -164 -16.2 -166 -16.7 -16.8 -17.3 -182 -19.9
1.2 -19.6 -188 -182 -178 -176 -180 -180 -18.0 -185 -194 -21.1
1.3 -21.0 -202 -196 -19.2 -190 -194 -193 -19.2 -19.7 -206 -22.3
1.4 -224 -216 -21.0 -206 -204 -208 -206 -204 -209 -21.8 -235
15 -23.8 -23.0 -224 -220 -21.8 -222 -219 -216 -221 -23.0 -247
1.6 -256.2 -244 -238 -234 -232 -236 -232 -228 -233 -242 -259
1.7 -26.6 -25.8 -252 -248 -246 -250 -245 -240 -245 -254 -27.1
1.8 -28.0 -27.2 -266 -26.2 -260 -264 -258 -252 -257 -26.6 -28.3
1.9 -29.4 -286 -280 -276 -274 -278 -271 -264 -269 -27.8 -295
2.0 -30.8 -30.0 -294 -29.0 -288 -29.2 -284 -276 -28.1 -29.0 -30.7
3.6 -50.4 -49.6 -49.0 -486 -484 -488 -46.6 -444 -449 -458 -475

OASPL-UOL, -0.6 0.2 0.8 1.2 1.4 1.0 0.6 0.2 -0.3 0.0 -0.5
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Table Il (Concluded) - Spectral Directivity Relations for Inner Stream Mixing Noise

Frequency
parameter,

log S,
-3.6
-2.2
-2.1
-2.0
-1.9
-1.8
-1.7
-1.6
-1.5
-1.4
-1.3
-1.2
-1.1
-1.0
-0.9
-0.8
-0.7
-0.6
-0.5
-04
-0.3
-0.2
-0.1
0.0
0.1
0.2
0.3
0.4
0.5
0.6
0.7
0.8
0.9

1.0
1.1
1.2
1.3
1.4
1.5
1.6
1.7
1.8
1.9
2.0
3.6
OASPL-UOL,

(b) Corrected Effective Directivity Angle, €' ., from 110 to 250 deg
Normalized sound pressure level, SPL-UOL,, dB vs. corrected effective directivity angle
Corrected effective directivity angle, €', ., deg

110 120 130
-194.3 -189.3 -184.3
-110.3 -105.3 -100.3
-104.3 -99.3 -943
-98.3 -93.3 -883
-92.3 -87.3 -823
-86.3 -81.3 -76.3
-80.3 -753 -70.3
-743 -69.3 -64.3
-68.3 -63.3 -58.3
-62.3 -57.3 -52.3
-56.3 -51.3 -46.3
-50.3 -453 -403
-44.3 -39.3 -353
-38.3 -343 -30.8
-33.3 -29.8 -26.8
-28.8 -258 -23.3
-248 -22.3 -203
-21.3 -193 -178
-18.3 -16.8 -15.8
-158 -148 -143
-13.8 -13.3 -133
-12.3  -123 -12.8
-11.3  -11.8 -13.1
-108 -121  -13.9
-111 -129 -150
-11.8 -140 -16.6
-12.8 -156 -18.2
-143 -17.3 -20.0
-15.8 -19.1 -21.9
-17.3  -209 -23.9
-188 -22.7 -259
-20.3  -245 -279
-21.8 -26.3 -29.9
-23.3 -28.1 -31.9
-24.8 -299 -33.9
-26.3  -31.7 -35.9
-27.8 -335 -37.9
-29.3 -353 -39.9
-30.8 -37.1 -41.9
-32.3 -389 -43.9
-33.8 -40.7 -45.9
-35.3 -425 -47.9
-36.8 -443 -49.9
-38.3 -46.1 -51.9
-59.3 -71.3 -799

-2.0 -3.2 -4.2
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140

-179.3

-95.3
-89.3
-83.3
-77.3
-71.3
-65.3
-59.3
-53.3
-47.3
-41.3
-36.3
-31.8
-27.8
-24.3
-21.3
-18.8
-16.8
-15.3
-14.3
-13.8
-14.1
-14.9
-16.1
-17.6
-19.4
-21.4
-23.4
-25.4
-27.4
-29.4
-31.4
-33.4
-35.4
-37.4
-39.4
-41.4
-43.4
-45.4
-47.4
-49.4
-51.4
-53.4
-55.4
-83.4
-5.2

150 160 170
-174.3 -173.3 -171.5
-90.3 -89.3 -87.5
-843 -833 -815
-78.3 -77.3 -75.5
-72.3 -71.3 -69.5
-66.3 -65.3 -63.5
-60.3 -59.3 -57.5
-543 -53.3 -53.0
-48.3 -47.3 -485
-42.3  -423 -440
-37.3 -37.8 -40.0
-32.8 -33.8 -36.5
-28.8 -30.3 -33.5
-25.3 -27.3 -31.0
-22.3  -248 -29.0
-19.8 -22.8 -275
-17.8  -21.3 -26.5
-16.3  -20.3 -26.0
-15.3 -198 -26.3
-148 -20.1 -27.1
-15.1  -209 -283
-159 -221 -29.8
-17.1 -23.6 -31.6
-18.6 -254 -334
-204  -27.2 -35.2
-22.2  -29.0 -37.0
-240 -30.8 -38.8
-25.8 -32.6 -40.6
-27.6  -344 -424
-29.4  -36.2 -44.2
-31.2 -38.0 -46.0
-33.0 -39.8 -47.38
-34.8 -41.6 -49.6
-36.6 -43.4 -51.4
-38.4 -452 -53.2
-40.2 -47.0 -55.0
-42.0 -48.8 -56.8
-43.8 -50.6 -58.6
-456 -524 -60.4
474 542 -62.2
-49.2 -56.0 -64.0
-51.0 -57.8 -65.8
-52.8 -59.6 -67.6
-546 -614 -69.4
-79.8 -86.6 -94.6

-6.2 -11.2 -17.4

37

180 190
-173.0 -174.0
-89.0 -90.0
-83.0 -84.0
-77.0 -78.0
-71.0 -72.0
-65.0 -66.0
-59.0 -60.0
-55.0 -56.5
-51.0 -53.0
-47.0 -495
-435 -46.5
-40.5 -44.0
-38.0 -42.0
-36.0 -40.5
-345 -395
-335 -39.0
-33.0 -39.3
-33.3 -40.1
-34.1 -41.3
-35.3 -4238
-36.8 -44.6
-38.6 -46.4
-40.4  -48.2
-42.2  -50.0
-440 -51.8
-458 -53.6
-476 -55.4
-49.4  -57.2
-51.2 -59.0
-53.0 -60.8
-54.8 -62.6
-56.6 -64.4
-58.4 -66.2
-60.2 -68.0
-62.0 -69.8
-63.8 -71.6
-65.6 -73.4
-67.4 -752
-69.2 -77.0
-71.0 -78.8
-72.8 -80.6
-746 -82.4
-76.4 -84.2
-78.2 -86.0
-103.4 -111.2
-244  -30.4

200 250
-1745 -195.0
-90.5 -111.0
-84.5 -105.0
-785 -99.0
-725 -93.0
-66.5 -87.0
-60.5 -81.0
-575 -75.0
-545 -735
-51.5 -72.0
-49.0 -70.5
-47.0 -69.5
-455  -69.0
-445 -69.3
-44.0 -70.1
-443 -71.3
-451  -72.8
-46.3 -74.6
-47.8 -76.4
-49.6 -78.2
-51.4 -80.0
-53.2 -81.8
-55.0 -83.6
-56.8 -85.4
-58.6 -87.2
-60.4 -89.0
-62.2 -90.8
-64.0 -92.6
-65.8 -94.4
-67.6 -96.2
-69.4 -98.0
-71.2  -99.8
-73.0 -101.6
-74.8 -103.4
-76.6 -105.2
-78.4 -107.0
-80.2 -108.8
-82.0 -110.6
-83.8 -1124
-85.6 -114.2
-87.4 -116.0
-89.2 -117.8
-91.0 -119.6
-92.8 -121.4
-118.0 -146.6
-354 -60.4



Table IV - Spectral Directivity Relations for Inner Stream Plug Separation Noise
(a) Corrected Effective Directivity Angle, 8'p .., from 0 to 100 deg

Frequency Normalized sound pressure level, SPL,-UOLp, dB vs. corrected effective directivity angle
Corrected effective directivity angle, 8'p oo, deg

parameter

log Sp
-3.6
-2.2
-2.1
-2.0
-1.9
-1.8
-1.7
-1.6
-1.5
-1.4
-1.3
-1.2
-1.1
-1.0
-0.9
-0.8
-0.7
-0.6
-0.5
-04
-0.3
-0.2
-0.1
0.0
0.1
0.2
0.3
0.4
0.5
0.6
0.7
0.8
0.9
1.0
1.1
1.2
1.3
1.4
1.5
1.6
1.7
1.8
1.9
2.0
3.6
OASPL,-UOL,

0 10
-196.6 -184.7
-140.6 -128.7
-136.6 -124.7
-132.6 -120.7
-128.6 -116.7
-124.6 -112.7
-120.6 -108.7
-116.6 -104.7
-112.6 -100.7
-108.6 -96.7
-104.6 -92.7
-100.6 -88.7
-96.6 -84.7
-92.6 -80.7
-88.6 -76.7
-84.6 -72.7
-80.6 -68.7
-76.6 -64.7
-72.6 -60.7
-68.6 -56.7
-64.6 -52.7
-60.6  -48.7
-56.6 -44.7
-52.6 -40.7
-48.6 -36.7
-446 -32.7
-40.6  -28.7
-37.4 -25.5
-35.0 -23.1
-33.8 -21.9
-34.2 -22.3
-34.8 -22.9
-36.0 -24.1
-37.2 -25.3
-38.4 -26.5
-39.6 -27.7
-40.8 -28.9
-42.0 -30.1
-43.2  -31.3
-44.4 -325
-45.6  -33.7
-46.8 -34.9
-48.0 -36.1
-49.2  -37.3
-68.4 -56.5
-25.6  -13.7
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20
-182.8
-126.8
-122.8
-118.8
-114.8
-110.8
-106.8
-102.8

-98.8
-94.8
-90.8
-86.8
-82.8
-78.8
-74.8
-70.8
-66.8
-62.8
-58.8
-54.8
-50.8
-46.8
-42.8
-38.8
-34.8
-30.8
-26.8
-23.6
-21.2
-20.0
-20.4
-21.0
-22.2
-23.4
-24.6
-25.8
-27.0
-28.2
-29.4
-30.6
-31.8
-33.0
-34.2
-35.4
-54.6
-11.8

30
-180.9
-124.9
-120.9
-116.9
-112.9
-108.9
-104.9
-100.9

-96.9
-92.9
-88.9
-84.9
-80.9
-76.9
-72.9
-68.9
-64.9
-60.9
-56.9
-52.9
-48.9
-44.9
-40.9
-36.9
-32.9
-28.9
-24.9
-21.7
-19.3
-18.1
-18.5
-19.1
-20.3
-21.5
-22.7
-23.9
-25.1
-26.3
-27.5
-28.7
-29.9
-31.1
-32.3
-33.5
-52.7
-9.9

40

-179.0
-123.0
-119.0
-115.0
-111.0
-107.0
-103.0

-99.0
-95.0
-91.0
-87.0
-83.0
-79.0
-75.0
-71.0
-67.0
-63.0
-59.0
-55.0
-51.0
-47.0
-43.0
-39.0
-35.0
-31.0
-27.0
-23.0
-19.8
-17.4
-16.2
-16.6
-17.2
-18.4
-19.6
-20.8
-22.0
-23.2
-24.4
-25.6
-26.8
-28.0
-29.2
-30.4
-31.6
-50.8
-8.0

38

50
-177.1
-1211
-117.1
-113.1
-109.1
-105.1
-101.1

-97.1
-93.1
-89.1
-85.1
-81.1
-77.1
-73.1
-69.1
-65.1
-61.1
-57.1
-53.1
-49.1
-45.1
-41.1
-37.1
-33.1
-29.1
-25.1
-21.1
-17.9
-15.5
-14.3
-14.7
-15.3
-16.5
-17.7
-18.9
-20.1
-21.3
-22.5
-23.7
-24.9
-26.1
-27.3
-28.5
-29.7
-48.9
-6.1

60
-175.0
-119.0
-115.0
-111.0
-107.0
-103.0

-99.0
-95.0
-91.0
-87.0
-83.0
-79.0
-75.0
-71.0
-67.0
-63.0
-59.0
-55.0
-51.0
-47.0
-43.0
-39.0
-35.0
-31.0
-27.0
-23.0
-19.0
-15.9
-13.5
-12.4
-12.8
-13.4
-14.6
-15.8
-17.0
-18.2
-19.4
-20.6
-21.8
-23.0
-24.2
-25.4
-26.6
-27.8
-47.0
-4.2

70
-172.9
-116.9
-112.9
-108.9
-104.9
-100.9

-96.9
-92.9
-88.9
-84.9
-80.9
-76.9
-72.9
-68.9
-64.9
-60.9
-56.9
-52.9
-48.9
-44.9
-40.9
-36.9
-32.9
-28.9
-24.9
-20.9
-16.9
-13.9
-11.6
-10.5
-10.9
-11.5
-12.7
-13.9
-15.1
-16.3
-17.5
-18.7
-19.9
-211
-22.3
-23.5
-24.7
-25.9
-45.1
-2.3

80
-170.6
-114.6
-110.6
-106.6
-102.6

-98.6
-94.6
-90.6
-86.6
-82.6
-78.6
-74.6
-70.6
-66.6
-62.6
-58.6
-54.6
-50.6
-46.6
-42.6
-38.6
-34.6
-30.6
-26.6
-22.6
-18.6
-14.8
-11.8
-9.7
-8.6
-9.0
-9.6
-10.8
-12.0
-13.2
-14.4
-15.6
-16.8
-18.0
-19.2
-20.4
-21.6
-22.8
-24.0
-43.2
-0.3

90 100
-169.5 -169.3
-113.5 -113.3
-109.5 -109.3
-105.5 -105.3
-101.5 -101.3
-975 -97.3
-935 -933
-89.5 -89.3
-85.5 -85.3
-81.5 -81.3
-775  -77.3
-735 -73.3
-69.5 -69.3
-65.5 -65.3
-61.5 -61.3
-575 -57.3
-53.5 -53.3
-495 -493
-455 -453
-415 -41.3
-37.5 -37.3
-335 -333
-29.5 -29.3
-255 -253
-215 -21.3
-175 -17.3
-140 -13.8
-11.2 -11.2

-9.4 -9.5

-8.4 -8.5

-8.8 -8.9

9.4 -9.5
-10.6 -10.7
-11.8  -11.9
-13.0 -13.1
-14.2  -143
-154 -155
-16.6 -16.7
-17.8  -17.9
-19.0 -191
-20.2  -20.3
-21.4  -215
-22.6  -22.7
-23.8  -23.9
-43.0 -431

0.0 -0.1



Table IV (Concluded) - Spectral Directivity Relations for Inner Stream Plug Separation Noise
(b) Corrected Effective Directivity Angle, 8'p ¢, from 110 to 250 deg

Normalized sound pressure level, SPLp-UOLp, dB vs. corrected effective directivity angle
Corrected effective directivity angle, 8'p oo, deg

Frequency
parameter

log Sp
-3.6
-2.2
-2.1
-2.0
-1.9
-1.8
-1.7
-1.6
-1.5
-1.4
-1.3
-1.2
-1.1
-1.0
-0.9
-0.8
-0.7
-0.6
-0.5
-04
-0.3
-0.2
-0.1
0.0
0.1
0.2
0.3
0.4
0.5
0.6
0.7
0.8
0.9
1.0
1.1
1.2
1.3
1.4
1.5
1.6
1.7
1.8
1.9
2.0
3.6
OASPL,-UOL,

110
-169.8
-113.8
-109.8
-105.8
-101.8

-97.8
-93.8
-89.8
-85.8
-81.8
-77.8
-73.8
-69.8
-65.8
-61.8
-57.8
-53.8
-49.8
-45.8
-41.8
-37.8
-33.8
-29.8
-25.8
-21.8
-17.8
-14.8
-12.6
-11.1
-10.1
-10.5
-11.1
-12.3
-13.5
-14.7
-15.9
-17.1
-18.3
-19.5
-20.7
-21.9
-23.1
-24.3
-25.5
-44.7
-1.6
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120

-170.5
-114.5
-110.5
-106.5
-102.5

-98.5
-94.5
-90.5
-86.5
-82.5
-78.5
-74.5
-70.5
-66.5
-62.5
-58.5
-54.5
-50.5
-46.5
-42.5
-38.5
-34.5
-30.5
-26.5
-22.5
-19.0
-16.4
-14.4
-13.4
-13.8
-14.4
-15.6
-16.8
-18.0
-19.2
-20.4
-21.6
-22.8
-24.0
-25.2
-26.4
-27.6
-28.8
-30.0
-49.2
-5.0

130
-173.2
-117.2
-113.2
-109.2
-105.2
-101.2

-97.2
-93.2
-89.2
-85.2
-81.2
-77.2
-73.2
-69.2
-65.2
-61.2
-57.2
-53.2
-49.2
-45.2
-41.2
-37.2
-33.2
-29.2
-25.2
-21.7
-19.1
-17.1
-16.1
-16.5
-17.1
-18.3
-19.5
-20.7
-21.9
-23.1
-24.3
-25.5
-26.7
-27.9
-29.1
-30.3
-31.5
-32.7
-51.9
-7.7

140
-176.7
-120.7
-116.7
-112.7
-108.7
-104.7
-100.7
-96.7
-92.7
-88.7
-84.7
-80.7
-76.7
-72.7
-68.7
-64.7
-60.7
-56.7
-52.7
-48.7
-44.7
-40.7
-36.7
-32.7
-28.7
-25.5
-23.1
-21.9
-22.3
-22.9
-24.1
-25.3
-26.5
-27.7
-28.9
-30.1
-31.3
-32.5
-33.7
-34.9
-36.1
-37.3
-38.5
-39.7
-58.9
-13.7

150
-182.2
-126.2
-122.2
-118.2
-114.2
-110.2
-106.2
-102.2
-98.2
-94.2
-90.2
-86.2
-82.2
-78.2
-74.2
-70.2
-66.2
-62.2
-56.2
-52.2
-48.2
-44.2
-40.2
-36.2
-32.2
-29.0
-26.6
-25.4
-25.8
-26.4
-27.6
-28.8
-30.0
-31.2
-32.4
-33.6
-34.8
-36.0
-37.2
-38.4
-39.6
-40.8
-42.0
-43.2
-62.4
-17.2

39

160
-182.8
-126.8
-122.8
-118.8
-114.8
-110.8
-106.8
-102.8

-98.8
-94.8
-90.8
-86.8
-82.8
-78.8
-74.8
-70.8
-66.8
-62.8
-56.8
-52.8
-48.8
-44.8
-40.8
-36.8
-33.6
-31.2
-30.0
-30.4
-31.0
-32.2
-33.4
-34.6
-35.8
-37.0
-38.2
-39.4
-40.6
-41.8
-43.0
-44.2
-45.4
-46.6
-47.8
-49.0
-68.2
-21.8

170
-185.8
-129.8
-125.8
-121.8
-117.8
-113.8
-109.8
-105.8
-101.8

-97.8
-93.8
-89.8
-85.8
-81.8
-77.8
-73.8
-69.8
-65.8
-59.8
-55.8
-51.8
-47.8
-43.8
-39.8
-36.6
-34.2
-33.0
-33.4
-34.0
-35.2
-36.4
-37.6
-38.8
-40.0
-41.2
-42.4
-43.6
-44.8
-46.0
-47.2
-48.4
-49.6
-50.8
-52.0
-71.2
-24.8

180
-188.8
-132.8
-128.8
-124.8
-120.8
-116.8
-112.8
-108.8
-104.8
-100.8

-96.8
-92.8
-88.8
-84.8
-80.8
-76.8
-72.8
-68.8
-62.8
-58.8
-54.8
-50.8
-46.8
-42.8
-39.6
-37.2
-36.0
-36.4
-37.0
-38.2
-39.4
-40.6
-41.8
-43.0
-44.2
-45.4
-46.6
-47.8
-49.0
-50.2
-51.4
-52.6
-53.8
-55.0
-74.2
-27.8

190
-191.8
-135.8
-131.8
-127.8
-123.8
-119.8
-115.8
-111.8
-107.8
-103.8

-99.8
-95.8
-91.8
-87.8
-83.8
-79.8
-75.8
-71.8
-65.8
-61.8
-57.8
-53.8
-49.8
-45.8
-42.6
-40.2
-39.0
-39.4
-40.0
-41.2
-42.4
-43.6
-44.8
-46.0
-47.2
-48.4
-49.6
-50.8
-52.0
-53.2
-54.4
-55.6
-56.8
-58.0
-77.2
-30.8

200
-194.8
-138.8
-134.8
-130.8
-126.8
-122.8
-118.8
-114.8
-110.8
-106.8
-102.8

-98.8
-94.8
-90.8
-86.8
-82.8
-78.8
-74.8
-68.8
-64.8
-60.8
-56.8
-52.8
-48.8
-45.6
-43.2
-42.0
-42.4
-43.0
-44.2
-45.4
-46.6
-47.8
-49.0
-50.2
-51.4
-52.6
-53.8
-55.0
-56.2
-57.4
-58.6
-59.8
-61.0
-80.2
-33.8

250
-209.8
-153.8
-149.8
-145.8
-141.8
-137.8
-133.8
-129.8
-125.8
-121.8
-117.8
-113.8
-109.8
-105.8
-101.8
-97.8
-93.8
-89.8
-83.8
-79.8
-75.8
-71.8
-67.8
-63.8
-60.6
-58.2
-57.0
-57.4
-58.0
-59.2
-60.4
-61.6
-62.8
-64.0
-65.2
-66.4
-67.6
-68.8
-70.0
-71.2
-72.4
-73.6
-74.8
-76.0
-95.2
-48.8



Table V - Spectral Directivity Relations for Plug/Downstream Shock Noise
(a) Corrected Directivity Angle, 8p s cor, 0 t0 90 deg

Frequency Normalized sound pressure level, SPLp y-UOLp s, dB vs. corrected directivity angle
parameter Corrected directivity angle, 8p s cor» d€g
log Sp sh 0 10 20 30 40 50 60 70 80 90
-3.6 -174.2 -173.0 -171.8 -170.6 -169.4 -168.2 -166.0 -165.3 -159.8 -159.6
-2.2 -104.2 -103.0 -101.8 -100.6 -99.4 -98.2 -96.0 -95.3 -89.8 -89.6
2.1 -99.2 -98.0 -96.8 -95.6 -94.4 -93.2 -91.0 -90.3 -84.8 -84.6
-2.0 -94.2 -93.0 -91.8 -90.6 -89.4 -88.2 -86.0 -85.3 -79.8 -79.6
-1.9 -89.2 -88.0 -86.8 -85.6 -84.4 -83.2 -81.0 -80.3 -74.8 -74.6
-1.8 -84.2 -83.0 -81.8 -80.6 -79.4 -78.2 -76.0 -75.3 -69.8 -69.6
-1.7 -79.2 -78.0 -76.8 -75.6 -74.4 -73.2 -71.0 -70.3 -64.8 -64.6
-1.6 -74.2 -73.0 -71.8 -70.6 -69.4 -68.2 -66.0 -65.3 -59.8 -59.6
-1.5 -69.2 -68.0 -66.8 -65.6 -64.4 -63.2 -61.0 -60.3 -54.8 -54.6
-1.4 -64.2 -63.0 -61.8 -60.6 -59.4 -58.2 -56.0 -55.3 -49.8 -49.6
-1.3 -59.2 -58.0 -56.8 -55.6 -b4.4 -63.2 -51.0 -50.3 -44.8 -44.6
-1.2 -54.2 -53.0 -51.8 -50.6 -49.4 -48.2 -46.0 -45.3 -39.8 -39.6
-1.1 -49.2 -48.0 -46.8 -45.6 -44.4 -43.2 -41.0 -40.3 -34.8 -34.6
-1.0 -44.2 -43.0 -41.8 -40.6 -39.4 -38.2 -36.0 -35.3 -29.8 -29.6
-0.9 -39.2 -38.0 -36.8 -35.6 -34.4 -33.2 -31.0 -30.3 -24.8 -24.6
-0.8 -34.2 -33.0 -31.8 -30.6 -29.4 -28.2 -26.0 -25.3 -19.8 -19.6
-0.7 -29.2 -28.0 -26.8 -25.6 -24.4 -23.2 -21.0 -20.3 -14.8 -14.6
-0.6 -24.2 -23.0 -21.8 -20.6 -19.4 -18.2 -16.0 -15.3 -9.8 -9.6
-0.5 -19.2 -18.0 -16.8 -15.6 -14.4 -13.2 -11.0 -10.3 -7.3 -7.6
-0.4 -14.2 -13.0 -11.8 -10.6 -9.4 -8.2 -7.0 -7.3 -9.3 -8.6
-0.3 -16.2 -15.0 -13.8 -12.6 -11.4 -10.2 -9.0 -9.3 -10.3 -9.6
-0.2 -18.2 -17.0 -15.8 -14.6 -13.4 -12.2 -11.0 -10.3 -11.3 -10.6
-0.1 -20.2 -19.0 -17.8 -16.6 -15.4 -14.2 -12.0 -11.3 -12.3 -11.6
0.0 -22.2 -21.0 -19.8 -18.6 -16.4 -15.2 -13.0 -12.3 -13.3 -12.6
0.1 -23.2 -22.0 -20.8 -19.6 -17.4 -16.2 -14.0 -13.3 -14.3 -13.6
0.2 -24.2 -23.0 -21.8 -20.6 -18.4 -17.2 -15.0 -14.3 -15.3 -14.6
0.3 -25.2 -24.0 -22.8 -21.6 -19.4 -18.2 -16.0 -15.3 -16.3 -15.6
0.4 -26.2 -25.0 -23.8 -22.6 -20.4 -19.2 -17.0 -16.3 -17.3 -16.6
0.5 -27.2 -26.0 -24.8 -23.6 -21.4 -20.2 -18.0 -17.3 -18.3 -17.6
0.6 -28.2 -27.0 -256.8 -24.6 -22.4 -21.2 -19.0 -18.3 -19.3 -18.6
0.7 -29.2 -28.0 -26.8 -25.6 -23.4 -22.2 -20.0 -19.3 -20.3 -19.6
0.8 -30.2 -29.0 -27.8 -26.6 -24.4 -23.2 -21.0 -20.3 -21.3 -20.6
0.9 -31.2 -30.0 -28.8 -27.6 -25.4 -24.2 -22.0 -21.3 -22.3 -21.6
1.0 -32.2 -31.0 -29.8 -28.6 -26.4 -25.2 -23.0 -22.3 -23.3 -22.6
1.1 -33.2 -32.0 -30.8 -29.6 -27.4 -26.2 -24.0 -23.3 -24.3 -23.6
1.2 -34.2 -33.0 -31.8 -30.6 -28.4 -27.2 -25.0 -24.3 -25.3 -24.6
1.3 -35.2 -34.0 -32.8 -31.6 -29.4 -28.2 -26.0 -25.3 -26.3 -25.6
1.4 -36.2 -35.0 -33.8 -32.6 -30.4 -29.2 -27.0 -26.3 -27.3 -26.6
1.5 -37.2 -36.0 -34.8 -33.6 -31.4 -30.2 -28.0 -27.3 -28.3 -27.6
1.6 -38.2 -37.0 -35.8 -34.6 -32.4 -31.2 -29.0 -28.3 -29.3 -28.6
1.7 -39.2 -38.0 -36.8 -35.6 -33.4 -32.2 -30.0 -29.3 -30.3 -29.6
1.8 -40.2 -39.0 -37.8 -36.6 -34.4 -33.2 -31.0 -30.3 -31.3 -30.6
1.9 -41.2 -40.0 -38.8 -37.6 -35.4 -34.2 -32.0 -31.3 -32.3 -31.6
2.0 -42.2 -41.0 -39.8 -38.6 -36.4 -35.2 -33.0 -32.3 -33.3 -32.6
3.6 -58.2 -57.0 -55.8 -54.6 -52.4 -51.2 -49.0 -48.3 -49.3 -48.6
OASPLp¢-UOLps,  -8.8 -7.6 -6.4 -5.2 -3.7 -2.5 -0.8 -0.5 -0.4 0.0
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Table V (Concluded) - Spectral Directivity Relations for Plug/Downstream Shock Noise
(b) Corrected Directivity Angle, 8p s cor.» 100 to 180 deg

Frequency Normalized sound pressure level, SPLp ¢,-UOLp ¢, dB vs. corrected directivity angle
parameter Corrected directivity angle, 6p ¢ cor, deg
log Sp sn 100 110 120 130 140 150 160 170 180
-3.6 -159.6  -159.6 -159.6 -159.6 -159.6 -159.6 -159.6 -159.6 -159.6
-2.2 -89.6 -89.6 -89.6 -89.6 -89.6 -89.6 -89.6 -89.6 -89.6
2.1 -84.6 -84.6 -84.6 -84.6 -84.6 -84.6 -84.6 -84.6 -84.6
-2.0 -79.6 -79.6 -79.6 -79.6 -79.6 -79.6 -79.6 -79.6 -79.6
-1.9 -74.6 -74.6 -74.6 -74.6 -74.6 -74.6 -74.6 -74.6 -74.6
-1.8 -69.6 -69.6 -69.6 -69.6 -69.6 -69.6 -69.6 -69.6 -69.6
-1.7 -64.6 -64.6 -64.6 -64.6 -64.6 -64.6 -64.6 -64.6 -64.6
-1.6 -59.6 -59.6 -59.6 -59.6 -59.6 -59.6 -59.6 -59.6 -59.6
-1.5 -54.6 -54.6 -54.6 -54.6 -54.6 -54.6 -54.6 -54.6 -54.6
-1.4 -49.6 -49.6 -49.6 -49.6 -49.6 -49.6 -49.6 -49.6 -49.6
-1.3 -44.6 -44.6 -44.6 -44.6 -44.6 -44.6 -44.6 -44.6 -44.6
-1.2 -39.6 -39.6 -39.6 -39.6 -39.6 -39.6 -39.6 -39.6 -39.6
-1.1 -34.6 -34.6 -34.6 -34.6 -34.6 -34.6 -34.6 -34.6 -34.6
-1.0 -29.6 -29.6 -29.6 -29.6 -29.6 -29.6 -29.6 -29.6 -29.6
-0.9 -24.6 -24.6 -24.6 -24.6 -24.6 -24.6 -24.6 -24.6 -24.6
-0.8 -19.6 -19.6 -19.6 -19.6 -19.6 -19.6 -19.6 -19.6 -19.6
-0.7 -14.6 -14.6 -14.6 -14.6 -14.6 -14.6 -14.6 -14.6 -14.6
-0.6 -9.6 -9.6 -9.6 -9.6 -9.6 -9.6 -9.6 -9.6 -9.6
-0.5 -7.6 -7.6 -7.6 -7.6 -7.6 -7.6 -7.6 -7.6 -7.6
-0.4 -8.6 -8.6 -8.6 -8.6 -8.6 -8.6 -8.6 -8.6 -8.6
-0.3 -9.6 -9.6 -9.6 -9.6 -9.6 -9.6 -9.6 -9.6 -9.6
-0.2 -10.6 -10.6 -10.6 -10.6 -10.6 -10.6 -10.6 -10.6 -10.6
-0.1 -11.6 -11.6 -11.6 -11.6 -11.6 -11.6 -11.6 -11.6 -11.6
0.0 -12.6 -12.6 -12.6 -12.6 -12.6 -12.6 -12.6 -12.6 -12.6
0.1 -13.6 -13.6 -13.6 -13.6 -13.6 -13.6 -13.6 -13.6 -13.6
0.2 -14.6 -14.6 -14.6 -14.6 -14.6 -14.6 -14.6 -14.6 -14.6
0.3 -15.6 -15.6 -15.6 -15.6 -15.6 -15.6 -15.6 -15.6 -15.6
0.4 -16.6 -16.6 -16.6 -16.6 -16.6 -16.6 -16.6 -16.6 -16.6
0.5 -17.6 -17.6 -17.6 -17.6 -17.6 -17.6 -17.6 -17.6 -17.6
0.6 -18.6 -18.6 -18.6 -18.6 -18.6 -18.6 -18.6 -18.6 -18.6
0.7 -19.6 -19.6 -19.6 -19.6 -19.6 -19.6 -19.6 -19.6 -19.6
0.8 -20.6 -20.6 -20.6 -20.6 -20.6 -20.6 -20.6 -20.6 -20.6
0.9 -21.6 -21.6 -21.6 -21.6 -21.6 -21.6 -21.6 -21.6 -21.6
1.0 -22.6 -22.6 -22.6 -22.6 -22.6 -22.6 -22.6 -22.6 -22.6
11 -23.6 -23.6 -23.6 -23.6 -23.6 -23.6 -23.6 -23.6 -23.6
1.2 -24.6 -24.6 -24.6 -24.6 -24.6 -24.6 -24.6 -24.6 -24.6
1.3 -25.6 -25.6 -25.6 -25.6 -25.6 -25.6 -25.6 -25.6 -25.6
14 -26.6 -26.6 -26.6 -26.6 -26.6 -26.6 -26.6 -26.6 -26.6
15 -27.6 -27.6 -27.6 -27.6 -27.6 -27.6 -27.6 -27.6 -27.6
1.6 -28.6 -28.6 -28.6 -28.6 -28.6 -28.6 -28.6 -28.6 -28.6
1.7 -29.6 -29.6 -29.6 -29.6 -29.6 -29.6 -29.6 -29.6 -29.6
1.8 -30.6 -30.6 -30.6 -30.6 -30.6 -30.6 -30.6 -30.6 -30.6
19 -31.6 -31.6 -31.6 -31.6 -31.6 -31.6 -31.6 -31.6 -31.6
2.0 -32.6 -32.6 -32.6 -32.6 -32.6 -32.6 -32.6 -32.6 -32.6
3.6 -48.6 -48.6 -48.6 -48.6 -48.6 -48.6 -48.6 -48.6 -48.6
OASPLp ¢,-UOLp ¢, 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Table VI - Spectral Directivity Relations for Outer Stream Shock Noise
(a) Corrected Directivity Angle, 8o s cor,» 0 to 90 deg

Frequency Normalized sound pressure level, SPLo sn-UOLg sn, dB vs. corrected directivity angle
parameter Corrected directivity angle, 8 s cor, d€g
log So sn 0 10 20 30 40 50 60 70 80 90
-3.6 -186.6 -184.6 -182.6 -180.6 -178.6 -176.6 -174.6 -174.6 -1746 -174.6
2.2 -116.6 -114.6 -112.6 -110.6 -108.6 -106.6 -104.6 -104.6 -104.6 -104.6
2.1 -111.6 -109.6 -107.6 -1056 -103.6 -101.6 -99.6 -99.6 -99.6 -99.6
-2.0 -106.6 -104.6 -102.6 -100.6 -98.6 -96.6 -94.6 -94.6 -94.6 -94.6
-1.9 -101.6  -99.6 -97.6 -95.6 -93.6 -91.6 -89.6 -89.6 -89.6 -89.6
-1.8 -96.6 -94.6 -92.6 -90.6 -88.6 -86.6 -84.6 -84.6 -84.6 -84.6
-1.7 -91.6 -89.6 -87.6 -85.6 -83.6 -81.6 -79.6 -79.6 -79.6 -79.6
-1.6 -86.6 -84.6 -82.6 -80.6 -78.6 -76.6 -74.6 -74.6 -74.6 -74.6
-1.5 -81.6 -79.6 -77.6 -75.6 -73.6 -71.6 -69.6 -69.6 -69.6 -69.6
-1.4 -76.6 -74.6 -72.6 -70.6 -68.6 -66.6 -64.6 -64.6 -64.6 -64.6
-1.3 -71.6 -69.6 -67.6 -65.6 -63.6 -61.6 -59.6 -59.6 -59.6 -59.6
-1.2 -66.6 -64.6 -62.6 -60.6 -58.6 -56.6 -54.6 -54.6 -54.6 -54.6
-1.1 -61.6 -59.6 -57.6 -55.6 -53.6 -51.6 -49.6 -49.6 -49.6 -49.6
-1.0 -56.6 -54.6 -52.6 -50.6 -48.6 -46.6 -44.6 -44.6 -44.6 -44.6
-0.9 -51.6 -49.6 -47.6 -45.6 -43.6 -41.6 -39.6 -39.6 -39.6 -39.6
-0.8 -46.6 -44.6 -42.6 -40.6 -38.6 -36.6 -34.6 -34.6 -34.6 -34.6
-0.7 -41.6 -39.6 -37.6 -35.6 -33.6 -31.6 -29.6 -29.6 -29.6 -29.6
-0.6 -36.6 -34.6 -32.6 -30.6 -28.6 -26.6 -24.6 -24.6 -24.6 -24.6
-0.5 -31.6 -29.6 -27.6 -25.6 -23.6 -21.6 -19.6 -19.6 -19.6 -19.6
-0.4 -26.6 -24.6 -22.6 -20.6 -18.6 -16.6 -14.6 -14.6 -14.6 -14.6
-0.3 -21.6 -19.6 -17.6 -15.6 -13.6 -11.6 -9.6 -9.6 -9.6 -9.6
-0.2 -19.6 -17.6 -15.6 -13.6 -11.6 -9.6 -7.6 -7.6 -7.6 -7.6
-0.1 -20.6 -18.6 -16.6 -14.6 -12.6 -10.6 -8.6 -8.6 -8.6 -8.6
0.0 -21.6 -19.6 -17.6 -15.6 -13.6 -11.6 -9.6 -9.6 -9.6 -9.6
0.1 -22.6 -20.6 -18.6 -16.6 -14.6 -12.6 -10.6 -10.6 -10.6 -10.6
0.2 -23.6 -21.6 -19.6 -17.6 -15.6 -13.6 -11.6 -11.6 -11.6 -11.6
0.3 -24.6 -22.6 -20.6 -18.6 -16.6 -14.6 -12.6 -12.6 -12.6 -12.6
0.4 -25.6 -23.6 -21.6 -19.6 -17.6 -15.6 -13.6 -13.6 -13.6 -13.6
0.5 -26.6 -24.6 -22.6 -20.6 -18.6 -16.6 -14.6 -14.6 -14.6 -14.6
0.6 -27.6 -25.6 -23.6 -21.6 -19.6 -17.6 -15.6 -15.6 -15.6 -15.6
0.7 -28.6 -26.6 -24.6 -22.6 -20.6 -18.6 -16.6 -16.6 -16.6 -16.6
0.8 -29.6 -27.6 -25.6 -23.6 -21.6 -19.6 -17.6 -17.6 -17.6 -17.6
0.9 -30.6 -28.6 -26.6 -24.6 -22.6 -20.6 -18.6 -18.6 -18.6 -18.6
1.0 -31.6 -29.6 -27.6 -25.6 -23.6 -21.6 -19.6 -19.6 -19.6 -19.6
1.1 -32.6 -30.6 -28.6 -26.6 -24.6 -22.6 -20.6 -20.6 -20.6 -20.6
1.2 -33.6 -31.6 -29.6 -27.6 -25.6 -23.6 -21.6 -21.6 -21.6 -21.6
1.3 -34.6 -32.6 -30.6 -28.6 -26.6 -24.6 -22.6 -22.6 -22.6 -22.6
14 -35.6 -33.6 -31.6 -29.6 -27.6 -25.6 -23.6 -23.6 -23.6 -23.6
1.5 -36.6 -34.6 -32.6 -30.6 -28.6 -26.6 -24.6 -24.6 -24.6 -24.6
1.6 -37.6 -35.6 -33.6 -31.6 -29.6 -27.6 -25.6 -25.6 -25.6 -25.6
17 -38.6 -36.6 -34.6 -32.6 -30.6 -28.6 -26.6 -26.6 -26.6 -26.6
1.8 -39.6 -37.6 -35.6 -33.6 -31.6 -29.6 -27.6 -27.6 -27.6 -27.6
1.9 -40.6 -38.6 -36.6 -34.6 -32.6 -30.6 -28.6 -28.6 -28.6 -28.6
2.0 -41.6 -39.6 -37.6 -35.6 -33.6 -31.6 -29.6 -29.6 -29.6 -29.6
3.6 -57.6 -55.6 -53.6 -51.6 -49.6 -47.6 -45.6 -45.6 -45.6 -45.6
OASPLo¢r-UOLgs,  -12.0 -10.0 -8.0 -6.0 -4.0 -2.0 0.0 0.0 0.0 0.0
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Table VI (Concluded) - Spectral Directivity Relations for Outer Stream Shock Noise
(b) Corrected Directivity Angle, 8o s cor, 100 to 180 deg

Frequency Normalized sound pressure level, SPL, ¢,-UOL, ¢, dB vs. corrected directivity angle
parameter Corrected directivity angle, 85 gp cor, deg
log So n 100 110 120 130 140 150 160 170 180
-3.6 -1746  -1746  -1746 -1746 -1796 -1796 -179.6 -179.6 -179.6
-2.2 -104.6  -104.6 -104.6 -104.6 -109.6 -109.6 -109.6 -109.6 -109.6
2.1 -99.6 -99.6 -99.6 -99.6 -104.6  -104.6 -104.6 -104.6 -104.6
-2.0 -94.6 -94.6 -94.6 -94.6 -99.6 -99.6 -99.6 -99.6 -99.6
-1.9 -89.6 -89.6 -89.6 -89.6 -94.6 -94.6 -94.6 -94.6 -94.6
-1.8 -84.6 -84.6 -84.6 -84.6 -89.6 -89.6 -89.6 -89.6 -89.6
-1.7 -79.6 -79.6 -79.6 -79.6 -84.6 -84.6 -84.6 -84.6 -84.6
-1.6 -74.6 -74.6 -74.6 -74.6 -79.6 -79.6 -79.6 -79.6 -79.6
-1.5 -69.6 -69.6 -69.6 -69.6 -74.6 -74.6 -74.6 -74.6 -74.6
-1.4 -64.6 -64.6 -64.6 -64.6 -69.6 -69.6 -69.6 -69.6 -69.6
-1.3 -59.6 -59.6 -59.6 -59.6 -64.6 -64.6 -64.6 -64.6 -64.6
-1.2 -54.6 -54.6 -54.6 -54.6 -59.6 -59.6 -59.6 -59.6 -59.6
-1.1 -49.6 -49.6 -49.6 -49.6 -54.6 -54.6 -54.6 -54.6 -54.6
-1.0 -44.6 -44.6 -44.6 -44.6 -49.6 -49.6 -49.6 -49.6 -49.6
-0.9 -39.6 -39.6 -39.6 -39.6 -44.6 -44.6 -44.6 -44.6 -44.6
-0.8 -34.6 -34.6 -34.6 -34.6 -39.6 -39.6 -39.6 -39.6 -39.6
-0.7 -29.6 -29.6 -29.6 -29.6 -34.6 -34.6 -34.6 -34.6 -34.6
-0.6 -24.6 -24.6 -24.6 -24.6 -29.6 -29.6 -29.6 -29.6 -29.6
-0.5 -19.6 -19.6 -19.6 -19.6 -24.6 -24.6 -24.6 -24.6 -24.6
-0.4 -14.6 -14.6 -14.6 -14.6 -19.6 -19.6 -19.6 -19.6 -19.6
-0.3 -9.6 -9.6 -9.6 -9.6 -14.6 -14.6 -14.6 -14.6 -14.6
-0.2 -7.6 -7.6 -7.6 -7.6 -9.6 -9.6 -9.6 -9.6 -9.6
-0.1 -8.6 -8.6 -8.6 -8.6 -7.6 -7.6 -7.6 -7.6 -7.6
0.0 -9.6 -9.6 -9.6 -9.6 -8.6 -8.6 -8.6 -8.6 -8.6
0.1 -10.6 -10.6 -10.6 -10.6 -9.6 -9.6 -9.6 -9.6 -9.6
0.2 -11.6 -11.6 -11.6 -11.6 -10.6 -10.6 -10.6 -10.6 -10.6
0.3 -12.6 -12.6 -12.6 -12.6 -11.6 -11.6 -11.6 -11.6 -11.6
0.4 -13.6 -13.6 -13.6 -13.6 -12.6 -12.6 -12.6 -12.6 -12.6
0.5 -14.6 -14.6 -14.6 -14.6 -13.6 -13.6 -13.6 -13.6 -13.6
0.6 -15.6 -15.6 -15.6 -15.6 -14.6 -14.6 -14.6 -14.6 -14.6
0.7 -16.6 -16.6 -16.6 -16.6 -15.6 -15.6 -15.6 -15.6 -15.6
0.8 -17.6 -17.6 -17.6 -17.6 -16.6 -16.6 -16.6 -16.6 -16.6
0.9 -18.6 -18.6 -18.6 -18.6 -17.6 -17.6 -17.6 -17.6 -17.6
1.0 -19.6 -19.6 -19.6 -19.6 -18.6 -18.6 -18.6 -18.6 -18.6
11 -20.6 -20.6 -20.6 -20.6 -19.6 -19.6 -19.6 -19.6 -19.6
1.2 -21.6 -21.6 -21.6 -21.6 -20.6 -20.6 -20.6 -20.6 -20.6
1.3 -22.6 -22.6 -22.6 -22.6 -21.6 -21.6 -21.6 -21.6 -21.6
14 -23.6 -23.6 -23.6 -23.6 -22.6 -22.6 -22.6 -22.6 -22.6
15 -24.6 -24.6 -24.6 -24.6 -23.6 -23.6 -23.6 -23.6 -23.6
1.6 -25.6 -25.6 -25.6 -25.6 -24.6 -24.6 -24.6 -24.6 -24.6
1.7 -26.6 -26.6 -26.6 -26.6 -25.6 -25.6 -25.6 -25.6 -25.6
1.8 -27.6 -27.6 -27.6 -27.6 -26.6 -26.6 -26.6 -26.6 -26.6
19 -28.6 -28.6 -28.6 -28.6 -27.6 -27.6 -27.6 -27.6 -27.6
2.0 -29.6 -29.6 -29.6 -29.6 -28.6 -28.6 -28.6 -28.6 -28.6
3.6 -45.6 -45.6 -45.6 -45.6 -44.6 -44.6 -44.6 -44.6 -44.6
OASPLo-UOLos, 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Frequency
parameter

Iﬂ_sl,sh
-3.6
-2.2
-2.1
-2.0
-1.9
-1.8
-1.7
-1.6
-1.5
-1.4
-1.3

OASPL, ¢,-UOL,

Table VII - Spectral Directivity Relations for Inner Stream Shock Noise
(a) Corrected Directivity Angle, 6,y cor, 0 to 90 deg

Normalized sound pressure level, SPL,¢,-UOL, s, dB vs. corrected directivity angle

0
181.0
111.0
106.0
101.0
-96.0
-91.0
-86.0
-81.0
-76.0
-71.0
-66.0
-61.0
-56.0
-51.0
-46.0
-41.0
-36.0
-31.0
-26.0
-21.0
-16.0
-11.0

-6.0
-4.0
-5.5
-7.5
-9.5
-11.5
-13.5
-15.5
-17.5
-19.5
-21.5
-23.5
-25.5
-27.5
-29.5
-31.5
-33.5
-35.5
-37.5
-39.5
-41.5
-43.5
-71.5
1.8
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10
-181.0
-111.0
-106.0
-101.0

-96.0
-91.0
-86.0
-81.0
-76.0
-71.0
-66.0
-61.0
-56.0
-51.0
-46.0
-41.0
-36.0
-31.0
-26.0
-21.0
-16.0

-215
-23.5
-25.5
-27.5
-29.5
-315
-33.5
-35.5
-37.5
-39.5
-41.5
-43.5
-71.5
1.8

20
-181.0
-111.0
-106.0
-101.0

-96.0
-91.0
-86.0
-81.0
-76.0
-71.0
-66.0
-61.0
-56.0
-51.0
-46.0
-41.0
-36.0
-31.0
-26.0
-21.0
-16.0

-21.5
-23.5
-25.5
-27.5
-29.5
-315
-33.5
-35.5
-37.5
-39.5
-41.5
-43.5
-71.5
1.8

30
-181.0
-111.0
-106.0
-101.0

-96.0
-91.0
-86.0
-81.0
-76.0
-71.0
-66.0
-61.0
-56.0
-51.0
-46.0
-41.0
-36.0
-31.0
-26.0
-21.0
-16.0
-11.0
-6.0
-4.0
-5.5
-7.5
-9.5
-11.5
-13.5
-15.5
-17.5
-19.5
-21.5
-23.5
-25.5
-27.5
-29.5
-315
-33.5
-35.5
-37.5
-39.5
-41.5
-43.5
-71.5
18

40
-181.0
-111.0
-106.0
-101.0

-96.0
-91.0
-86.0
-81.0
-76.0
-71.0
-66.0
-61.0
-56.0
-51.0
-46.0
-41.0
-36.0
-31.0
-26.0
-21.0
-16.0
-11.0
-6.0
-4.0
-5.5
-7.5
-9.5
-11.5
-13.5
-15.5
-17.5
-19.5
-21.5
-23.5
-25.5
-27.5
-29.5
-31.5
-33.5
-35.5
-37.5
-39.5
-41.5
-43.5
-71.5
18

50
-181.5
-111.5
-106.5
-101.5

-96.5
-91.5
-86.5
-81.5
-76.5
-71.5
-66.5
-61.5
-56.5
-51.5
-46.5
-41.5
-36.5
-31.5
-26.5
-21.5
-16.5
-11.5
-6.5
-4.5
-6.0
-8.0
-10.0
-12.0
-14.0
-16.0
-18.0
-20.0
-22.0
-24.0
-26.0
-28.0
-30.0
-32.0
-34.0
-36.0
-38.0
-40.0
-42.0
-44.0
-72.0
13

Corrected directivity angle, 6, ¢ cor, deg

60
-182.0
-112.0
-107.0
-102.0

-97.0
-92.0
-87.0
-82.0
-77.0
-72.0
-67.0
-62.0
-57.0
-52.0
-47.0
-42.0
-37.0
-32.0
-27.0
-22.0
-17.0
-12.0
-7.0
-5.0
-6.5
-8.5
-10.5
-12.5
-14.5
-16.5
-18.5
-20.5
-22.5
-24.5
-26.5
-28.5
-30.5
-32.5
-34.5
-36.5
-38.5
-40.5
-42.5
-44.5
-72.5
0.8

70
-182.5
-112.5
-107.5
-102.5

-97.5
-92.5
-87.5
-82.5
-77.5
-72.5
-67.5
-62.5
-57.5
-52.5
-47.5
-42.5
-37.5
-32.5
-27.5
-22.5
-17.5
-12.5
-7.5
-5.5
-7.0
-9.0
-11.0
-13.0
-15.0
-17.0
-19.0
-21.0
-23.0
-25.0
-27.0
-29.0
-31.0
-33.0
-35.0
-37.0
-39.0
-41.0
-43.0
-45.0
-73.0
0.3

80
-178.0
-108.0
-103.0

-98.0
-93.0
-88.0
-83.0
-78.0
-73.0
-68.0
-63.0
-58.0
-53.0
-48.0
-43.0
-38.0
-33.0
-28.0
-23.0
-18.0
-13.0
-8.0
-6.0
-7.5
-9.5
-11.5
-13.5
-15.5
-17.5
-19.5
-21.5
-23.5
-25.5
-27.5
-29.5
-31.5
-33.5
-35.5
-37.5
-39.5
-41.5
-43.5
-45.5
-47.5
-75.5
-0.2

20
-178.4
-108.4
-103.4

-98.4
-93.4
-88.4
-83.4
-78.4
-73.4
-68.4
-63.4
-58.4
-53.4
-48.4
-43.4
-38.4
-33.4
-28.4
-23.4
-18.4
-13.4
-8.4
-6.4
-7.9
-9.4
-10.9
-12.4
-13.9
-15.4
-16.9
-18.4
-19.9
-21.4
-22.9
-24.4
-25.9
-27.4
-28.9
-30.4
-31.9
-33.4
-34.9
-36.4
-37.9
-65.9
0.0



Table VIl (Concluded) - Spectral Directivity Relations for Inner Stream Shock Noise

Frequency
parameter

Iﬂ_sl,sh
-3.6
-2.2
-2.1
-2.0
-1.9
-1.8
-1.7
-1.6
-1.5
-1.4
-1.3
-1.2
-1.1
-1.0
-0.9
-0.8
-0.7
-0.6
-0.5
-04
-0.3
-0.2
-0.1
0.0
0.1
0.2
0.3
0.4
0.5
0.6
0.7
0.8
0.9
1.0
11
1.2
13
1.4
15
1.6
1.7
1.8
1.9
2.0
3.6

OASPL, ¢,-UOL,

100
-178.6
-108.6
-103.6

-98.6
-93.6
-88.6
-83.6
-78.6
-73.6
-68.6
-63.6
-58.6
-53.6
-48.6
-43.6
-38.6
-33.6
-28.6
-23.6
-18.6
-13.6

-8.6

-6.6

-8.1

-9.6

-11.1
-12.6
-14.1
-15.6
-17.1
-18.6
-20.1
-21.6
-23.1
-24.6
-26.1
-27.6
-29.1
-30.6
-32.1
-33.6
-35.1
-36.6
-38.1
-66.1
-0.2
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(b) Corrected Directivity Angle, 6, cor. 100 to 180 deg
Normalized sound pressure level, SPLg,-UOL, 4, dB vs. corrected directivity angle

110
-178.8
-108.8
-103.8

-98.8
-93.8
-88.8
-83.8
-78.8
-73.8
-68.8
-63.8
-58.8
-53.8
-48.8
-43.8
-38.8
-33.8
-28.8
-23.8
-18.8
-13.8

-8.8

-6.8

-8.3

-9.8

-11.3
-12.8
-14.3
-15.8
-17.3
-18.8
-20.3
-21.8
-23.3
-24.8
-26.3
-27.8
-29.3
-30.8
-32.3
-33.8
-35.3
-36.8
-38.3
-66.3
-0.4

Corrected directivity angle, 6, ¢ cor, deg

120
-179.0
-109.0
-104.0

-99.0
-94.0
-89.0
-84.0
-79.0
-74.0
-69.0
-64.0
-59.0
-54.0
-49.0
-44.0
-39.0
-34.0
-29.0
-24.0
-19.0
-14.0

-9.0

-7.0

-8.5

-10.0
-11.5
-13.0
-14.5
-16.0
-17.5
-19.0
-20.5
-22.0
-23.5
-25.0
-26.5
-28.0
-29.5
-31.0
-32.5
-34.0
-35.5
-37.0
-38.5
-66.5
-0.6

130
-179.2
-109.2
-104.2
-99.2
-94.2
-89.2
-84.2
-79.2
-74.2
-69.2
-64.2
-59.2
-54.2
-49.2
-44.2
-39.2
-34.2
-29.2
-24.2
-19.2
-14.2
-9.2
-7.2
-8.7
-10.2
-11.7
-13.2
-14.7
-16.2
-17.7
-19.2
-20.7
-22.2
-23.7
-25.2
-26.7
-28.2
-29.7
-31.2
-32.7
-34.2
-35.7
-37.2
-38.7
-66.7
-0.8

45

140
-179.4
-109.4
-104.4

-99.4
-94.4
-89.4
-84.4
-79.4
-74.4
-69.4
-64.4
-59.4
-54.4
-49.4
-44.4
-39.4
-34.4
-29.4
-24.4
-19.4
-14.4

-9.4

7.4

-8.9

-10.4
-11.9
-13.4
-14.9
-16.4
-17.9
-19.4
-20.9
-22.4
-23.9
-25.4
-26.9
-28.4
-29.9
-31.4
-32.9
-34.4
-35.9
-37.4
-38.9
-66.9
-1.0

150
-179.6
-109.6
-104.6

-99.6
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Figure 8.—Comparison of Extracted and Predicted Component Spectrafor Core and Fan
Chevrons on BPR 05 External Plug Nozzle at V mix/Camp = 1.09 and M = 0.28.
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Figure 11.—Component Spectral Extraction Using Experimental Coefficients for BPR 04
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Figure 12.—Comparison of Extracted and Predicted Component Spectrafor BPR [14
Externa Plug Nozzle with Convergent Exits and Truncated Plug at
6 = 50 deg, Vmix/Camp = 2.06 and M¢ = 0.0.
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Figure 13.—Component Spectral Extraction Using Experimental Coefficientsfor BPR 04
External Plug Nozzle with Convergent-Divergent Exits and Sharp-Tipped
Plug at 6 = 50 deg, V mix/Camp = 2.05 and M; = 0.0.
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Figure 14.—Comparison of Extracted and Predicted Component Spectrafor BPR [14
External Plug Nozzle with Convergent-Divergent Exits and Sharp-Tipped
Plug at 8 = 50 deg, V mix/Camp = 2.05 and M; = 0.0.
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Figure 15.—Component Spectral Extraction Using Experimental Coefficientsfor BPR [14
External Plug Nozzle with 20-Chute Outer Stream Suppressor
at Vmix/Camb = 2.19 and Mf = 0.0.
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Figure 15.—(Concluded) Component Spectral Extraction Using Experimental
Coefficients for BPR 14 External Plug Nozzle with 20-Chute Outer
Stream Suppressor at V mix/Camp = 2.19 and M = 0.0.
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Figure 16.—Comparison of Extracted and Predicted Component Spectra
for BPR (04 External Plug Nozzle with 20-Chute Outer
Stream Suppressor at V mix/Camp = 2.19 and M = 0.0.
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Figure 16.—(Concluded)Comparison of Extracted and Predicted Component Spectra
for BPR (14 External Plug Nozzle with 20-Chute Outer Stream
Suppressor at V mix/Camp = 2.19 and M; = 0.0.
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(b) Suppressed Coannular Nozzles
Figure 17.—Merged Mixing Noise Level Correlation
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Figure 18.—Merged Mixing Noise Spectral Directivity Correlation

for Suppressed Coannular Nozzles.
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Figure 18.—(Concluded) Merged Mixing Noise Spectral Directivity
Correlation for Suppressed Coannular Nozzles.
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Figure 19.—Outer Shear Layer Mixing Noise Level Correlation.
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Figure 20.—QOuter Shear Layer Mixing Noise Spectral Directivity
Correlation for Suppressed Coannular Nozzles.
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BPR 013 Baseline Nozzle at V mix/Camp = 0.591 and M = 0.20.
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External Plug Nozzle at V nix/Camp = 1.09 and M¢ = 0.0.
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Figure 30.—(Concluded) Experimental and Predicted Spectrafor Baseline
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Figure 31.—Experimental and Predicted Spectrafor Baseline
BPR 1 Coplanar Nozzle at V mjix/Camb = 2.04 and M = 0.0.
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Figure 43.—(Continued) Experimental and Predicted Spectrafor BPR 5 External
Plug Nozzle with Core and Fan Chevrons at V mix/Camp = 1.09 and M = 0.28.
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